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U5 IP44
RECESSED LUMINAIRES
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U7
RECESSED LUMINAIRES WITH LED

edition 2014 + expansion*

K4 
SINGLE SIDED SIGNAGE WITH OLED 

new

LIGHTING

EMERGENCY LIGHTING

LIGHT MANAGEMENT

TECHNICAL SUPPLEMENT

R7
SURFACE AND SUSPENDED 

LUMINAIRES WITH LED

edition 2014 + expansion*

EMD 
MULTIDETECTOR

new

LEDA
MODULAR SYSTEM WITH LED

new

LED MODULE FOR

INTEGRATED EMERGENCY LIGHTING

new

K2 
IMPACT-RESISTANT, DUST AND 

WATERTIGHT EMERGENCY LIGHTING 

expansion*

K9 
LIGHTING AND SIGNAGE WITH LED

new

D3
DOWNLIGHT WITH LED

expansion*

E7
LIGHT LINE SYSTEM WITH LED

new

EXCELLUM DALI
LIGHT MANAGEMENT FOR BUILDINGS

new

Conversion list Softlight-luminaires, dimensional 

sketches, spacing tables, options and accessories, ...

* expansion of current Catalogue 2013-2014
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UZA, EDEGEM - BELGIUM
webref. SU7004B1  

RECESSED LUMINAIRES
LENS
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U7mini - webref. SU7005A1

U7    
Housing Lacquered sheet steel housing

Lacquer in RAL9003-white, other colours upon request

Wieland connection

Optic LED+LENS™

Air extraction Possible - see table: surface air extraction openings

Dimensional sketches p 59

SQUARE

Save up to 75% of energy
see catalogue 2013-2014

Design: EER Architectural design, Belgium

U719 U7
medium wide-angle wide-angle

U7 square - webref. SU7001A3

The U7 order codes below replace the codes in the catalogue 2013-2014 p 15-21

module UGR Lav. - limit

cd/m2
#

LEDs
lamp type

TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

air
cm2

order code

option
LED+LENS™ - medium wide-angle distribution

HIGH POWER

MINI ≤ 16 ≤ 1000 (65°) 4 3000K 550 52 180 x 180 x 52 1 - U719/LEDW0405S -

4000K 600 57 180 x 180 x 53 1 - U719/LEDN0405S -

600 ≤ 16 ≤ 1000 (65°) 24 3000K 2550 89 596 x 596 x 50 2 - U712/LEDW2425S -

3000K 3000 86 596 x 596 x 50 2 - U712/LEDW2430S -

3000K 2550 89 596 x 596 x 50 3 70 U714/LEDW2425S -

3000K 3000 86 596 x 596 x 50 3 70 U714/LEDW2430S -

4000K 2550 100 596 x 596 x 50 2 - U712/LEDN2425S -

4000K 3050 96 596 x 596 x 50 2 - U712/LEDN2430S -

4000K 2550 100 596 x 596 x 50 3 70 U714/LEDN2425S -

4000K 3050 96 596 x 596 x 50 3 70 U714/LEDN2430S -

625 ≤ 16 ≤ 1000 (65°) 24 3000K 2550 89 621 x 621 x 50 2 - U718/LEDW2425S -

3000K 3000 86 621 x 621 x 50 2 - U718/LEDW2430S -

4000K 2550 100 621 x 621 x 50 2 - U718/LEDN2425S -

4000K 3050 96 621 x 621 x 50 2 - U718/LEDN2430S -
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RECESSED LUMINAIRES
LENS

SQUARE

U7
wide-angle

U7

U7 square with air extraction - webref. SU7001A8

module UGR Lav. - limit

cd/m2
#

LEDs
lamp type

TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

air
cm2

order code

option
LED+LENS™ - wide-angle distribution

HIGH POWER

600 ≤ 19 ≤ 1500 (65°) 24 3000K 2550 89 596 x 596 x 50 2 - U722/LEDW2425S -

3000K 3000 86 596 x 596 x 50 2 - U722/LEDW2430S -

3000K 2550 89 596 x 596 x 50 3 70 U724/LEDW2425S -

3000K 3000 86 596 x 596 x 50 3 70 U724/LEDW2430S -

4000K 2550 100 596 x 596 x 50 2 - U722/LEDN2425S -

4000K 3050 96 596 x 596 x 50 2 - U722/LEDN2430S -

4000K 2550 100 596 x 596 x 50 3 70 U724/LEDN2425S -

4000K 3050 96 596 x 596 x 50 3 70 U724/LEDN2430S -

36 3000K 3550 91 596 x 596 x 50 2 - U722/LEDW3635S -

3000K 4500 86 596 x 596 x 50 2 - U722/LEDW3645S -

3000K 3550 91 596 x 596 x 50 3 70 U724/LEDW3635S -

3000K 4500 86 596 x 596 x 50 3 70 U724/LEDW3645S -

4000K 3600 102 596 x 596 x 50 2 - U722/LEDN3635S -

4000K 4600 97 596 x 596 x 50 2 - U722/LEDN3645S -

4000K 3600 102 596 x 596 x 50 3 70 U724/LEDN3635S -

4000K 4600 97 596 x 596 x 50 3 70 U724/LEDN3645S -

625 ≤ 19 ≤ 1500 (65°) 24 3000K 2550 89 621 x 621 x 50 2 - U728/LEDW2425S -

3000K 3000 86 621 x 621 x 50 2 - U728/LEDW2430S -

4000K 2550 100 621 x 621 x 50 2 - U728/LEDN2425S -

4000K 3050 96 621 x 621 x 50 2 - U728/LEDN2430S -

36 3000K 3550 91 621 x 621 x 50 2 - U728/LEDW3635S -

3000K 4500 86 621 x 621 x 50 2 - U728/LEDW3645S -

4000K 3600 102 621 x 621 x 50 2 - U728/LEDN3635S -

4000K 4600 97 621 x 621 x 50 2 - U728/LEDN3645S -
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U7

Save up to 75% of energy
see catalogue 2013-2014

U7 - webref. SU7001C4

LINEAR

1 'BANDRASTER'

U7
medium wide-angle

module UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

air
cm2

order code
option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

18001 ≤ 16 ≤ 1000 (65°) 24 3000K 2550 89 1720 x 296 x 50 5 - U715/LEDW2425S -

3000K 3000 86 1720 x 296 x 50 5 - U715/LEDW2430S -

4000K 2550 100 1720 x 296 x 50 5 - U715/LEDN2425S -

4000K 3050 96 1720 x 296 x 50 5 - U715/LEDN2430S -

300 ≤ 16 ≤ 1000 (65°) 24 3000K 2550 89 1196 x 296 x 50 4 - U711/LEDW2425S -

3000K 3000 86 1196 x 296 x 50 4 - U711/LEDW2430S -

3000K 2550 89 1196 x 296 x 50 7 120 U713/LEDW2425S -

3000K 3000 86 1196 x 296 x 50 7 120 U713/LEDW2430S -

4000K 2550 100 1196 x 296 x 50 4 - U711/LEDN2425S -

4000K 3050 96 1196 x 296 x 50 4 - U711/LEDN2430S -

4000K 2550 100 1196 x 296 x 50 7 120 U713/LEDN2425S -

4000K 3050 96 1196 x 296 x 50 7 120 U713/LEDN2430S -

625 ≤ 16 ≤ 1000 (65°) 24 3000K 2550 89 1246 x 308 x 50 6 - U717/LEDW2425S -

3000K 3000 86 1246 x 308 x 50 6 - U717/LEDW2430S -

4000K 2550 100 1246 x 308 x 50 6 - U717/LEDN2425S -

4000K 3050 96 1246 x 308 x 50 6 - U717/LEDN2430S -
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RECESSED LUMINAIRES
LENS

U7
LINEAR

U7
wide-angle

1 'BANDRASTER'

U7 linear - webref. SU7003A4

module UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

air
cm2

order code

LED+LENS™ - wide-angle distribution

HIGH POWER

18001 ≤ 19 ≤ 1500 (65°) 24 3000K 2550 89 1720 x 296 x 50 5 - U725/LEDW2425S -

3000K 3000 86 1720 x 296 x 50 5 - U725/LEDW2430S -

4000K 2550 100 1720 x 296 x 50 5 - U725/LEDN2425S -

4000K 3050 96 1720 x 296 x 50 5 - U725/LEDN2430S -

36 3000K 3550 91 1720 x 296 x 50 5 - U725/LEDW3635S -

3000K 4500 86 1720 x 296 x 50 5 - U725/LEDW3645S -

4000K 3600 102 1720 x 296 x 50 5 - U725/LEDN3635S -

4000K 4600 97 1720 x 296 x 50 5 - U725/LEDN3645S -

3001 ≤ 19 ≤ 1500 (65°) 24 3000K 2550 89 1196 x 296 x 50 4 - U721/LEDW2425S -

3000K 3000 86 1196 x 296 x 50 4 - U721/LEDW2430S -

3000K 2550 89 1196 x 296 x 50 7 120 U723/LEDW2425S -

3000K 3000 86 1196 x 296 x 50 7 120 U723/LEDW2430S -

4000K 2550 100 1196 x 296 x 50 4 - U721/LEDN2425S -

4000K 3050 96 1196 x 296 x 50 4 - U721/LEDN2430S -

4000K 2550 100 1196 x 296 x 50 7 120 U723/LEDN2425S -

4000K 3050 96 1196 x 296 x 50 7 120 U723/LEDN2430S -

36 3000K 3550 91 1196 x 296 x 50 4 - U721/LEDW3635S -

3000K 4500 86 1196 x 296 x 50 4 - U721/LEDW3645S -

3000K 3550 91 1196 x 296 x 50 7 120 U723/LEDW3635S -

3000K 4500 86 1196 x 296 x 50 7 120 U723/LEDW3645S -

4000K 3600 102 1196 x 296 x 50 4 - U721/LEDN3635S -

4000K 4600 97 1196 x 296 x 50 4 - U721/LEDN3645S -

4000K 3600 102 1196 x 296 x 50 7 120 U723/LEDN3635S -

4000K 4600 97 1196 x 296 x 50 7 120 U723/LEDN3645S -

625 ≤ 19 ≤ 1500 (65°) 24 3000K 2550 89 1246 x 308 x 50 6 - U727/LEDW2425S -

3000K 3000 86 1246 x 308 x 50 6 - U727/LEDW2430S -

4000K 2550 100 1246 x 308 x 50 6 - U727/LEDN2425S -

4000K 3050 96 1246 x 308 x 50 6 - U727/LEDN2430S -

36 3000K 3550 91 1246 x 308 x 50 6 - U727/LEDW3635S -

3000K 4500 86 1246 x 308 x 50 6 - U727/LEDW3645S -

4000K 3600 102 1246 x 308 x 50 6 - U727/LEDN3635S -

4000K 4600 97 1246 x 308 x 50 6 - U727/LEDN3645S -
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module UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

air
cm2

order code
option

LED+LENS™ - asymmetric distribution

HIGH POWER

18001 - - 24 3000K 3000 86 1720 x 296 x 50 5 - U755/LEDW2430S -

4000K 3050 96 1720 x 296 x 50 5 - U755/LEDN2430S -

36 3000K 3550 91 1720 x 296 x 50 5 - U755/LEDW3635S -

3000K 4500 86 1720 x 296 x 50 5 - U755/LEDW3645S -

4000K 3600 102 1720 x 296 x 50 5 - U755/LEDN3635S -

4000K 4600 97 1720 x 296 x 50 5 - U755/LEDN3645S -

300 - - 24 3000K 3000 86 1196 x 296 x 50 4 - U751/LEDW2430S -

3000K 3000 86 1196 x 296 x 50 7 120 U753/LEDW2430S -

4000K 3050 96 1196 x 296 x 50 4 - U751/LEDN2430S -

4000K 3050 96 1196 x 296 x 50 7 120 U753/LEDN2430S -

36 3000K 3550 91 1196 x 296 x 50 4 - U751/LEDW3635S -

3000K 4500 86 1196 x 296 x 50 4 - U751/LEDW3645S -

3000K 3550 91 1196 x 296 x 50 7 120 U753/LEDW3635S -

3000K 4500 86 1196 x 296 x 50 7 120 U753/LEDW3645S -

4000K 3600 102 1196 x 296 x 50 4 - U751/LEDN3635S -

4000K 4600 97 1196 x 296 x 50 4 - U751/LEDN3645S -

4000K 3600 102 1196 x 296 x 50 7 120 U753/LEDN3635S -

4000K 4600 97 1196 x 296 x 50 7 120 U753/LEDN3645S -

625 - - 24 3000K 3000 86 1246 x 308 x 50 6 - U757/LEDW2430S -

4000K 3050 96 1246 x 308 x 50 6 - U757/LEDN2430S -

36 3000K 3550 91 1246 x 308 x 50 6 - U757/LEDW3635S -

3000K 4500 86 1246 x 308 x 50 6 - U757/LEDW3645S -

4000K 3600 102 1246 x 308 x 50 6 - U757/LEDN3635S -

4000K 4600 97 1246 x 308 x 50 6 - U757/LEDN3645S -

U7
LINEAR

 U7 - webref. SU7003B7

1 'BANDRASTER'

Options and accessories

SQUARE and LINEAR:
mounting frame for plaster-board and wooden ceilings consult ETAP

Save up to 75% on energy
see catalogue 2013-2014

U7
asymmetric
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RECESSED LUMINAIRES
REFLECTOR

webref. SU5040A5
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U5 U5
3 lamp 2 lamp

U5 - webref. SU5040A2

U5    
Housing Lacquered sheet steel housing with hinged optics

IP44 from below: polycarbonate cover plate

Optic Reflector - HRSilverTM - high reflection aluminium

Dimensional sketches p 60

module UGR Lav. - limit
cd/m2

lamp type lm/W
luminaire %

L x W x H
mm

plan
N.

order code
option

Reflector - satin-anodised aluminium - Equilum® baffles

T5 - Ø 16 mm

600 ≤ 19 ≤ 1000 (65°) 3 x 13W 77 92 596 x 596 x 100 8 U5861/313HFWT1

≤ 1000 (65°) 3 x 20W 70 95 596 x 596 x 100 8 U5861/320HFWT1

625 ≤ 19 ≤ 1000 (65°) 3 x 13W 77 92 621 x 621 x 100 8 U5867/313HFWT1

≤ 1000 (65°) 3 x 20W 70 95 621 x 621 x 100 8 U5867/320HFWT1

SQUARE - IP441

LINEAR - IP441

Save up to 75% of energy
see catalogue 2013-2014

module UGR Lav. - limit
cd/m2

lamp type lm/W
luminaire %

L x W x H
mm

plan
N.

order code
option

Reflector - satin-anodised aluminium - Equilum® baffles

T5 - Ø 16 mm

300 ≤ 19 ≤ 1500 (65°) 2 x 25W 86 95 1196 x 296 x 100 9 U5861/225HFWT1

≤ 22 ≤ 3000 (65°) 2 x 50W 69 84 1196 x 296 x 100 9 U5861/250HFWT1

625 ≤ 19 ≤ 1500 (65°) 2 x 25W 86 95 1246 x 308 x 100 9 U5867/225HFWT1

≤ 22 ≤ 3000 (65°) 2 x 50W 69 84 1246 x 308 x 100 9 U5867/250HFWT1

For more U5-luminaires, see catalogue 2013-2014 p 23-27

1 IP44: compliant from below

1 IP44: compliant from below
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R7 square surface mounted - webref. SR7001F3

R71 R72
medium wide-angle wide-angle

SURFACE MOUNTED LUMINAIRE - SQUARE

1 code + X1: luminaire in RAL9003-white  / code + X2: luminaire in RAL9006-white aluminium

individual

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan 
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 24 3000K 3000 86 600 x 600 x 55 11 R718/LEDW2430S -

3000K 2550 89 600 x 600 x 55 11 R718/LEDW2425S -

4000K 3050 96 600 x 600 x 55 11 R718/LEDN2430S -

4000K 2600 99 600 x 600 x 55 11 R718/LEDN2425S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 19 ≤ 1500 (65°) 24 3000K 3000 86 600 x 600 x 55 11 R728/LEDW2430S -

3000K 2550 89 600 x 600 x 55 11 R728/LEDW2425S -

4000K 3050 96 600 x 600 x 55 11 R728/LEDN2430S -

4000K 2600 99 600 x 600 x 55 11 R728/LEDN2425S -

36 3000K 4500 86 600 x 600 x 55 11 R728/LEDW3645S -

3000K 3550 91 600 x 600 x 55 11 R728/LEDW3635S -

4000K 4600 97 600 x 600 x 55 11 R728/LEDN3645S -

4000K 3600 102 600 x 600 x 55 11 R728/LEDN3635S -

SURFACE MOUNTED AND
SUSPENDED LUMINAIRES

LENS

R7    
Housing Lacquered sheet steel housing

RAL9003-white or RAL9006-white aluminium, other colours upon request

Optic LED+LENS™

Dimensional sketches p 60

Design: EER Architectural design, Belgium

The R7 order codes below replace the codes in the catalogue 2013-2014 p 57-63

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK             

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 4 3000K 550 52 180 x 180 x 53 10 R718/LEDW0405S -

4000K 600 57 180 x 180 x 53 10 R718/LEDN0405S -

SURFACE MOUNTED LUMINAIRE - MINI

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium

individual



11E TA P

100%

75%

50%

25%

0%

Save up to 75% of energy
see catalogue 2013-2014

R7
SUSPENDED LUMINAIRE - SQUARE
individual

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 36+20 3000K 6016 123 600 x 600 x 45 12 R719/LEDW3645S -

3000K 4658 126 600 x 600 x 45 12 R719/LEDW3635S -

4000K 5952 131 600 x 600 x 45 12 R719/LEDN3645S -

4000K 4722 135 600 x 600 x 45 12 R719/LEDN3635S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 16 ≤ 1500 (65°) 36+20 3000K 6016 123 600 x 600 x 45 12 R729/LEDW3645S -

3000K 4658 126 600 x 600 x 45 12 R729/LEDW3635S -

4000K 5952 131 600 x 600 x 45 12 R729/LEDN3645S -

4000K 4722 135 600 x 600 x 45 12 R729/LEDN3635S -

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium

R7 square suspension - webref. SR7003D2 

R71 R72
medium wide-angle wide-angle
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SURFACE MOUNTED LUMINAIRE - LINEAR
individual

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
  TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 24 3000K 3000 86 1500 x 150 x 50 13 R710/LEDW2430S -

3000K 2550 89 1500 x 150 x 50 13 R710/LEDW2425S -

4000K 3050 96 1500 x 150 x 50 13 R710/LEDN2430S -

4000K 2600 99 1500 x 150 x 50 13 R710/LEDN2425S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 19 ≤ 1500 (65°) 24 3000K 3000 86 1500 x 150 x 50 13 R720/LEDW2430S -

3000K 2550 89 1500 x 150 x 50 13 R720/LEDW2425S -

4000K 3050 96 1500 x 150 x 50 13 R720/LEDN2430S -

4000K 2600 99 1500 x 150 x 50 13 R720/LEDN2425S -

36 3000K 4500 86 1500 x 150 x 50 13 R720/LEDW3645S -

3000K 3550 91 1500 x 150 x 50 13 R720/LEDW3635S -

4000K 4600 97 1500 x 150 x 50 13 R720/LEDN3645S -

4000K 3600 102 1500 x 150 x 50 13 R720/LEDN3635S -

SURFACE MOUNTED AND
SUSPENDED LUMINAIRES

LENS

R7

LED+LENS™ - asymmetric distribution

HIGH POWER

- - 36 3000K 4500 86 1500 x 150 x 50 13 R750/LEDW3645S -

3000K 3550 91 1500 x 150 x 50 13 R750/LEDW3635S -

4000K 4600 97 1500 x 150 x 50 13 R750/LEDN3645S -

4000K 3600 102 1500 x 150 x 50 13 R750/LEDN3635S -

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium

U71 U72 U75
medium wide-angle wide-angle asymmetric

R7 linear surface mounted - webref. SR7001A3 
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R7

Save up to 75% on energy
see catalogue 2013-2014

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium

SURFACE MOUNTED LUMINAIRE - LINEAR
straight line mounting

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 24 3000K 3000 86 1680 x 150 x 50 14 R712/LEDW2430S R714/LEDW2430S R716/LEDW2430S -

3000K 2550 89 1680 x 150 x 50 14 R712/LEDW2425S R714/LEDW2425S R716/LEDW2425S -

4000K 3050 96 1680 x 150 x 50 14 R712/LEDN2430S R714/LEDN2430S R716/LEDN2430S -

4000K 2600 99 1680 x 150 x 50 14 R712/LEDN2425S R714/LEDN2425S R716/LEDN2425S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 19 ≤ 1500 (65°) 24 3000K 3000 86 1680 x 150 x 50 14 R722/LEDW2430S R724/LEDW2430S R726/LEDW2430S -

3000K 2550 89 1680 x 150 x 50 14 R722/LEDW2425S R724/LEDW2425S R726/LEDW2425S -

4000K 3050 96 1680 x 150 x 50 14 R722/LEDN2430S R724/LEDN2430S R726/LEDN2430S -

4000K 2600 99 1680 x 150 x 50 14 R722/LEDN2425S R724/LEDN2425S R726/LEDN2425S -

36 3000K 4500 86 1680 x 150 x 50 14 R722/LEDW3645S R724/LEDW3645S R726/LEDW3645S -

3000K 3550 91 1680 x 150 x 50 14 R722/LEDW3635S R724/LEDW3635S R726/LEDW3635S -

4000K 4600 97 1680 x 150 x 50 14 R722/LEDN3645S R724/LEDN3645S R726/LEDN3645S -

4000K 3600 102 1680 x 150 x 50 14 R722/LEDN3635S R724/LEDN3635S R726/LEDN3635S -

LED+LENS™ - asymmetric distribution

HIGH POWER

- - 36 3000K 4500 86 1680 x 150 x 50 14 R752/LEDW3645S R754/LEDW3645S R756/LEDW3645S -

3000K 3550 91 1680 x 150 x 50 14 R752/LEDW3635S R754/LEDW3635S R756/LEDW3635S -

4000K 4600 97 1680 x 150 x 50 14 R752/LEDN3645S R754/LEDN3645S R756/LEDN3645S -

4000K 3600 102 1680 x 150 x 50 14 R752/LEDN3635S R754/LEDN3635S R756/LEDN3635S -

U71 U72 U75
medium wide-angle wide-angle asymmetric

R7 linear in line surface mounted - webref. SR7001C2
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HAHBO, WIJNEGEM - BELGIUM
webref. SR7004H2 

SUFRACE MOUNTED AND
SUSPENDED LUMINAIRES

LENS
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LED+LENS™ - asymmetric distribution

HIGH POWER

- - 36 3000K 4500 86 1500 x 150 x 50 15 R751/LEDW3645S -

3000K 3550 91 1500 x 150 x 50 15 R751/LEDW3635S -

4000K 4600 97 1500 x 150 x 50 15 R751/LEDN3645S -

4000K 3600 102 1500 x 150 x 50 15 R751/LEDN3635S -

R7
SUSPENDED LUMINAIRE - LINEAR
individual

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 36+20 3000K 6793 114 1500 x 150 x 50 15 R711/LEDW3650S -

4000K 6534 130 1500 x 150 x 50 15 R711/LEDN3650S -

≤ 19 ≤ 1000 (65°) 24+10 3000K 3500 87 1500 x 150 x 50 15 R711/LEDW2435S -

4000K 3550 96 1500 x 150 x 50 15 R711/LEDN2435S -

≤ 1500 (65°) 24+10 3000K 4450 84 1500 x 150 x 50 15 R711/LEDW2445S -

4000K 4550 93 1500 x 150 x 50 15 R711/LEDN2445S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 19 ≤ 3000 (65°) 24+10 3000K 3500 87 1500 x 150 x 50 15 R721/LEDW2435S -

4000K 3550 96 1500 x 150 x 50 15 R721/LEDN2435S -

36+20 3000K 6793 114 1500 x 150 x 50 15 R721/LEDW3650S -

4000K 6534 130 1500 x 150 x 50 15 R721/LEDN3650S -

≤ 22 ≤ 3000 (65°) 24+10 3000K 4450 84 1500 x 150 x 50 15 R721/LEDW2445S -

4000K 4550 93 1500 x 150 x 50 15 R721/LEDN2445S -

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium

U71 U72 U75
medium wide-angle wide-angle asymmetric

R7 linear suspension, white aluminium - webref. SR7003A2R7 linear suspension, white - webref. SR7003A3

Save up to 75% of energy
see catalogue 2013-2014
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SUSPENDED LUMINAIRE - LINEAR
straight line mounting

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code1

option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (65°) 36+20 3000K 6793 114 1680 x 150 x 50 16 R713/LEDW3650S R715/LEDW3650S R717/LEDW3650S -

4000K 6534 130 1680 x 150 x 50 16 R713/LEDN3650S R715/LEDN3650S R717/LEDN3650S -

≤ 19 ≤ 1000 (65°) 24+10 3000K 3500 87 1680 x 150 x 50 16 R713/LEDW2435S R715/LEDW2435S R717/LEDW2435S -

4000K 3550 96 1680 x 150 x 50 16 R713/LEDN2435S R715/LEDN2435S R717/LEDN2435S -

≤ 1500 (65°) 24+10 3000K 4450 84 1680 x 150 x 50 16 R713/LEDW2445S R715/LEDW2445S R717/LEDW2445S -

4000K 4550 93 1680 x 150 x 50 16 R713/LEDN2445S R715/LEDN2445S R717/LEDN2445S -

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 19 ≤ 3000 (65°) 24+10 3000K 3500 87 1680 x 150 x 50 16 R723/LEDW2435S R725/LEDW2435S R727/LEDW2435S -

4000K 3550 96 1680 x 150 x 50 16 R723/LEDN2435S R725/LEDN2435S R727/LEDN2435S -

36+20 3000K 6793 114 1680 x 150 x 50 16 R723/LEDW3650S R725/LEDW3650S R727/LEDW3650S -

4000K 6534 130 1680 x 150 x 50 16 R723/LEDN3650S R725/LEDN3650S R727/LEDN3650S -

≤ 22 ≤ 3000 (65°) 24+10 3000K 4450 84 1680 x 150 x 50 16 R723/LEDW2445S R725/LEDW2445S R727/LEDW2445S -

4000K 4550 93 1680 x 150 x 50 16 R723/LEDN2445S R725/LEDN2445S R727/LEDN2445S -

R7

LED+LENS™ - asymmetric distribution

HIGH POWER

- - 36 3000K 4500 86 1680 x 150 x 50 16 R753/LEDW3645S R755/LEDW3645S R757/LEDW3645S -

3000K 3550 91 1680 x 150 x 50 16 R753/LEDW3635S R755/LEDW3635S R757/LEDW3635S -

4000K 4600 97 1680 x 150 x 50 16 R753/LEDN3645S R755/LEDN3645S R757/LEDN3645S -

4000K 3600 102 1680 x 150 x 50 16 R753/LEDN3635S R755/LEDN3635S R757/LEDN3635S -

SURFACE MOUNTED AND
SUSPENDED LUMINAIRES

LENS

U71 U72 U75
medium wide-angle wide-angle asymmetric

R7 suspension in line - webref. SR7003A4 

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium



17E TA P

100%

75%

50%

25%

0%

Save up to 75% on energy
see catalogue 2013-2014

Options and accessories
Suspension sets: 2 steel wires per mounting point

Individual luminaires
1 set
contains all accessories for 2 suspension points

common power supply external dimming

minimalist mounting R7H11/100-3 R7H11/100-5

ceiling cap
RAL9003-white R7H12/100-3X1 R7H12/100-5X1

RAL9006-white aluminium R7H12/100-3X2 R7H12/100-5X2

Luminaires for in-line assembly
1 set
contains all accessories for 2 suspension points

no power supply common power supply external dimming

minimalist mounting R7H21/100 R7H21/100-3 R7H21/100-5

ceiling cap
RAL9003-white R7H22/100X1 R7H22/100-3X1 R7H22/100-5X1

RAL9006-white aluminium R7H22/100X2 R7H22/100-3X2 R7H22/100-5X2

R7 suspension with uplight - webref. SR7003B4
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LEDA

LEDA
Housing Extruded aluminium housing

Lacquered in grey 

Other colours upon request

Optic Diffuser - HaloOptics®

LEDA recessed individual - webref. SAL74A6

MODULAR LIGHT SYSTEMS

Lighting module - individual
UGR Lav. - limit

cd/m2
lamp type

 TK                    W
lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

Diffuser - HaloOptics®

LED

≤ 22 - 4000K 11W 600 55 850 x 55 x 60 17-19 RD16J19/LEDN10S -

4000K 21W 1200 55 1450 x 55 x 60 17-19 RD16J39/LEDN21S -

4000K 34W 1700 50 1750 x 55 x 60 17-19 RD16J49/LEDN30S -

Dimensional sketches p 62
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LEDA

LEDA suspension, tilted - webref. SAL74C5

Save up to 75% on energy
see catalogue 2013-2014

LEDA
Lighting module - suspended - straight and angular in-line mounting

UGR Lav. - limit
cd/m2

lamp type
 TK                    W

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

Diffuser - HaloOptics®

LED

≤ 22 - 4000K 11W 600 55 850 x 55 x 60 20 RD16J13/LEDN10S RD16J15/LEDN10S RD16J17/LEDN10S -

4000K 21W 1200 55 1450 x 55 x 60 20 RD16J33/LEDN21S RD16J35/LEDN21S RD16J37/LEDN21S -

4000K 34W 1700 50 1750 x 55 x 60 20 RD16J43/LEDN30S RD16J45/LEDN30S RD16J47/LEDN30S -

LEDA in line-mounting with Y-connection - webref. SAL74D3

Lighting module - suspended - in-line mounting with Y-connection
UGR Lav. - limit

cd/m2
lamp type

 TK                    W
lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

Diffuser - HaloOptics®

LED

≤ 22 - 4000K 11W 600 55 850 x 55 x 60 20 RD16J14/LEDN10S RD16J16/LEDN10S -

4000K 21W 1200 55 1450 x 55 x 60 20 RD16J34/LEDN21S RD16J36/LEDN21S -

4000K 34W 1700 50 1750 x 55 x 60 20 RD16J44/LEDN30S RD16J46/LEDN30S -

Options and accessories

Mounting sets for individual luminaires
1 set contains all accessories for 1 luminaire

surface mounting set (wall-ceiling) (module adjustable in 5 positions) RD16H05

suspension set (module adjustable in 8 positions) minimalist mounting RD16H06

ceiling cap RD16H10

recessed mounting set (RAL9003-white)
(module adjustable in 3 positions)

for lighting module 850 mm RD16H08/1

for lighting module 1450 mm RD16H08/3

for lighting module 1750 mm RD16H08/4

Mounting sets for in-line assembly (module adjustable in 8 positions)

suspension set individual minimalist mounting RD16H06

ceiling cap RD16H10

coupling piece RD16H07

Composition of a line: 1 x suspension set individual + coupling piece(s)
(number of coupling pieces = number of modules -1)

Composition of a line with Y-connection: 1 x suspension set individual + coupling piece(s)
(number of coupling pieces = (number of modules -1) - number 
of Y-modules)
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DOWNLIGHTS
REFLECTOR

webref. SK9109A1
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D3 - webref. SDV003A1D3 - webref. SDV003A5

Save up to 75% on energy
see catalogue 2013-2014

D3    
Housing Extruded aluminium housing

Flat or wafer trim of lacquered sheet steel, RAL9003-white or 

RAL9006-white aluminium 

Wieland connection

Optic Reflector - wide-angle distribution

Mounting bracket 1 - 35 mm  is included as standard

material UGR lamp type
W              TK

lumen
luminaire

lm/W
luminaire

Lav. - limit
cd/m2

X x H
mm

plan
N.

order code
RAL9003-white             RAL9006-white aluminium option

Luxial®
Wafer trim - reflector

cutout
  MODULE

sat1 ≤ 19 X 175 11W 4000K 1078 80 ≤ 200 (65°) 188 x 125 21 D31/LEDN10SX1 D31/LEDN10SX2 -

12W 3000K 1078 73 ≤ 200 (65°) 188 x 125 21 D31/LEDW10SX1 D31/LEDW10SX2 -

≤ 22 X 175 22W 4000K 1960 84 ≤ 200 (65°) 188 x 125 21 D31/LEDN20SX1 D31/LEDN20SX2 -

24W 3000K 1960 77 ≤ 200 (65°) 188 x 125 21 D31/LEDW20SX1 D31/LEDW20SX2 -

≤ 25 X 175 41W 4000K 2940 80 ≤ 200 (65°) 188 x 125 21 D31/LEDN30SX1 D31/LEDN30SX2 -

44W 3000K 2940 75 ≤ 200 (65°) 188 x 125 21 D31/LEDW30SX1 D31/LEDW30SX2 -

Flat trim - reflector

cutout
  MODULE

sat1 ≤ 19 X 175 11W 4000K 1078 80 ≤ 200 (65°) 192 x 125 22 D31/LEDN10SX3 D31/LEDN10SX4 -

12W 3000K 1078 73 ≤ 200 (65°) 192 x 125 22 D31/LEDW10SX3 D31/LEDW10SX4 -

≤ 22 X 175 22W 4000K 1960 84 ≤ 200 (65°) 192 x 125 22 D31/LEDN20SX3 D31/LEDN20SX4 -

24W 3000K 1960 77 ≤ 200 (65°) 192 x 125 22 D31/LEDW20SX3 D31/LEDW20SX4 -

≤ 25 X 175 41W 4000K 2940 80 ≤ 200 (65°) 192 x 125 22 D31/LEDN30SX3 D31/LEDN30SX4 -

44W 3000K 2940 75 ≤ 200 (65°) 192 x 125 22 D31/LEDW30SX3 D31/LEDW30SX4 -

1 sat: satin-anodised aluminium

Options and accessories Luxial®

with flat trim

IP44 version (compliant from below) code + T1

D3

Dimensional sketches p 63For more D3 luminaires, see catalogue 2013-2014 p 119-121
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LIGHT LINE SYSTEMS WITH LEDS

INDUSTRIAL LUMINAIRES FOR INDIVIDUAL AND IN-LINE MOUNTING

In the E7, the LED+LENSTM technology is fully geared to large spaces, which require considerable light-

quantities. The combination of high-power LEDs and advanced lenses results in sophisticated light 

distribution and optimal efficiency.

Driver, wiring and optics form a single integrated unit. The housing is made from anodised aluminium, 

which contributes to optimal heat dissipation.

E7 luminaires are easy to install. After installing the bracket, the E7 can be mounted in one step: hook 

the luminaire into the bracket and snap into place. Only two suspension points are needed per lumi-

naire, even for the longest 4-metre version. For in-line systems one suspension point per luminaire is 

sufficient, plus another one at the beginning of each line.

FLEXIBLE

The E7 series is highly flexible. The luminaires are available in several lengths: 1, 2 or 4 metres. They 

can be mounted individually or in-line and are available in surface-mounted or suspended version. In 

terms of appearance, individual luminaires are identical to in-line segments. Therefore they can be used 

together in a single space.

Due to the use of LEDs, the length of the luminaire does not depend on the lamp. The amount of light 

can be perfectly geared to your lighting needs.  You can choose from one or two rows of LEDs, continu-

ous or at intervals. Intervals may vary from 1 to 5 25-cm segments.

The E7 can be fitted with sensors for light control and emergency lighting.

Other in-line accessories

Line end piece (2 per line), per piece E7H300

Connector, 5 or 7 pole, per piece E7H301

E7
E7 - webref. SE7005A4

LIGHT LINE SYSTEMS
LENS
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In-line

   

Save up to 75% on energy
see catalogue 2013-2014

E7 easy installation - webref. SE7005A6

E7

1 row LEDs, continuous - 1 or 2 m (E7*11/LED*)

1 row LEDs, with 1 empty segment/2m - 2 or 4 m (E7*12/LED*)

1 row LEDs, with 2 empty segment/2m - 2 or 4 m (E7*13/LED*)

1 row LEDs, with 3 empty segment/2m - 2 or 4 m (E7*14/LED*)

1 row LEDs, with 4 empty segment/2m - 2 or 4 m (E7*15/LED*)

1 row LEDs, with 5 empty segment/2m - 2 or 4 m (E7*16/LED*)

2 rows LEDs, continuous - 1 or 2 m (E7*21/LED*)

2 rows LEDs, with 1 empty segment/2m - 2 or 4 m (E7*22/LED*)

2 rows LEDs, with 2 empty segment/2m - 2 or 4 m (E7*23/LED*)

2 rows LEDs with 3 empty segment/2m - 2 or 4 m (E7*24/LED*)

1 row LEDs, continuous - 1 or 2 m (E7*10/LED*)

2 rows LEDs, continuous - 1 or 2 m (E7*20/LED*)
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LIGHT LINE SYSTEMS
LENS

webref. SE7009A1
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E7
Housing Satin-anodised aluminium housing

Optic LED+LENS™

Dimensional sketches p 64

E7 surface mounted individual - webref. SE7005B1E7 suspension individual - webref. SE7006A1

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK             

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - narrow-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (55°) 32 3000K 3599 93 1070 x 90 x 88 23 E7010/LED1W032030S -

4000K 3849 99 1070 x 90 x 88 23 E7010/LED1N032030S -

≤ 3000 (65°) 64 3000K 7249 94 1070 x 90 x 88 23 E7020/LED1W064060S -

4000K 7749 100 1070 x 90 x 88 23 E7020/LED1N064060S -

128 3000K 14499 94 2070 x 90 x 88 23 E7020/LED2W128120S -

4000K 15449 100 2070 x 90 x 88 23 E7020/LED2N128120S -

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 19 ≤ 1500 (65°) 32 3000K 3600 93 1070 x 90 x 88 23 E7110/LED1W032030S -

4000K 3850 99 1070 x 90 x 88 23 E7110/LED1N032030S -

≤ 22 ≤ 3000 (65°) 64 3000K 7250 94 1070 x 90 x 88 23 E7120/LED1W064060S -

4000K 7750 100 1070 x 90 x 88 23 E7120/LED1N064060S -

128 3000K 14500 94 2070 x 90 x 88 23 E7120/LED2W128120S -

4000K 15450 100 2070 x 90 x 88 23 E7120/LED2N128120S -

INDIVIDUAL

Save up to 75% on energy
see catalogue 2013-2014

E7 E7
narrow-angle medium wide-angle
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E7 - webref. SE7005E2AE7 asymmetric distribution - webref. SE7005C2

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 22 ≤ 1500 (65°) 32 3000K 3599 93 1070 x 90 x 88 23 E7210/LED1W032030S -

4000K 3849 99 1070 x 90 x 88 23 E7210/LED1N032030S -

≤ 3000 (65°) 64 3000K 7248 94 1070 x 90 x 88 23 E7220/LED1W064060S -

4000K 7748 100 1070 x 90 x 88 23 E7220/LED1N064060S -

128 3000K 14497 94 2070 x 90 x 88 23 E7220/LED2W128120S -

4000K 15447 100 2070 x 90 x 88 23 E7220/LED2N128120S -

LED+LENS™ - asymmetric distribution

HIGH POWER

 -  - 32 3000K 3599 93 1070 x 90 x 127 23 E7410/LED1W032030S -

4000K 3849 99 1070 x 90 x 127 23 E7410/LED1N032030S -

64 3000K 7199 93 1070 x 90 x 127 23 E7420/LED1W064060S -

4000K 7699 99 1070 x 90 x 127 23 E7420/LED1N064060S -

128 3000K 14398 93 2070 x 90 x 127 23 E7420/LED2W128120S -

4000K 15348 99 2070 x 90 x 127 23 E7420/LED2N128120S -

INDIVIDUAL

E7

E7 E7
wide-angle asymmetric

LIGHT LINE SYSTEMS
LENS
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E7 in line - webref. SE7007B2 E7 in line, suspension - webref. SE7008A3

Save up to 75% on energy
see catalogue 2013-2014

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - narrow-angle distribution

HIGH POWER

≤ 16 ≤ 1000 (55°) 32 3000K 3599 93 1000 x 90 x 88 24 E7011/LED1W032030S -

3000K 3599 93 2000 x 90 x 88 24 E7015/LED2W032030S -

4000K 3849 99 1000 x 90 x 88 24 E7011/LED1N032030S -

4000K 3849 99 2000 x 90 x 88 24 E7015/LED2N032030S -

40 3000K 4549 94 2000 x 90 x 88 24 E7014/LED2W040038S -

4000K 4599 100 2000 x 90 x 88 24 E7014/LED2N040038S -

48 3000K 5449 94 2000 x 90 x 88 24 E7013/LED2W048045S -

4000K 5449 100 2000 x 90 x 88 24 E7013/LED2N048045S -

56 3000K 6349 94 2000 x 90 x 88 24 E7012/LED2W056053S -

4000K 6749 100 2000 x 90 x 88 24 E7012/LED2N056053S -

64 3000K 7249 94 2000 x 90 x 88 24 E7011/LED2W064060S -

3000K 7249 94 4000 x 90 x 88 24 E7015/LED4W064060S -

4000K 7749 100 2000 x 90 x 88 24 E7011/LED2N064060S -

4000K 7749 100 4000 x 90 x 88 24 E7015/LED4N064060S -

80 3000K 9049 93 4000 x 90 x 88 24 E7014/LED4W080075S -

4000K 9199 100 4000 x 90 x 88 24 E7014/LED4N080075S -

96 3000K 10849 93 4000 x 90 x 88 24 E7013/LED4W096090S -

4000K 10899 100 4000 x 90 x 88 24 E7013/LED4N096090S -

112 3000K 12699 94 4000 x 90 x 88 24 E7012/LED4W112105S -

4000K 13499 100 4000 x 90 x 88 24 E7012/LED4N112105S -

128 3000K 14499 94 4000 x 90 x 88 24 E7011/LED4W128120S -

4000K 14449 93 4000 x 90 x 88 24 E7011/LED4N128120S -

≤ 3000 (65°) 64 3000K 7249 94 1000 x 90 x 88 24 E7021/LED1W064060S -

4000K 7749 100 1000 x 90 x 88 24 E7021/LED1N064060S -

80 3000K 9049 93 2000 x 90 x 88 24 E7024/LED2W080075S -

4000K 9199 100 2000 x 90 x 88 24 E7024/LED2N080075S -

96 3000K 10849 93 2000 x 90 x 88 24 E7023/LED2W096090S -

4000K 10899 100 2000 x 90 x 88 24 E7023/LED2N096090S -

112 3000K 12699 94 2000 x 90 x 88 24 E7022/LED2W112105S -

4000K 13499 100 2000 x 90 x 88 24 E7022/LED2N112105S -

128 3000K 14499 94 2000 x 90 x 88 24 E7021/LED2W128120S -

4000K 15449 100 2000 x 90 x 88 24 E7021/LED2N128120S -

160 3000K 18099 93 4000 x 90 x 88 24 E7024/LED4W160150S -

4000K 18399 100 4000 x 90 x 88 24 E7024/LED4N160150S -

192 3000K 21749 93 4000 x 90 x 88 24 E7023/LED4W192180S -

4000K 21799 100 4000 x 90 x 88 24 E7023/LED4N192180S -

224 3000K 25349 93 4000 x 90 x 88 24 E7022/LED4W224210S -

4000K 27049 100 4000 x 90 x 88 24 E7022/LED4N224210S -

256 3000K 28999 94 4000 x 90 x 88 24 E7021/LED4W256240S -

4000K 30899 100 4000 x 90 x 88 24 E7021/LED4N256240S -

STRAIGHT LINE MOUNTING

E7

E7
narrow-angle
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LIGHT LINE SYSTEMS
LENS

webref. SE7007E1
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E7 - webref. SE7007A2

Save up to 75% on energy
see catalogue 2013-2014

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - medium wide-angle distribution

HIGH POWER

≤ 19 ≤ 1500 (65°) 32 3000K 3600 93 1000 x 90 x 88 24 E7111/LED1W032030S -

3000K 3600 93 2000 x 90 x 88 24 E7115/LED2W032030S -

4000K 3850 99 1000 x 90 x 88 24 E7111/LED1N032030S -

4000K 3850 99 2000 x 90 x 88 24 E7115/LED2N032030S -

40 3000K 4550 94 2000 x 90 x 88 24 E7114/LED2W040038S -

4000K 4600 100 2000 x 90 x 88 24 E7114/LED2N040038S -

48 3000K 5450 94 2000 x 90 x 88 24 E7113/LED2W048045S -

4000K 5450 100 2000 x 90 x 88 24 E7113/LED2N048045S -

56 3000K 6350 94 2000 x 90 x 88 24 E7112/LED2W056053S -

4000K 6750 100 2000 x 90 x 88 24 E7112/LED2N056053S -

64 3000K 7250 94 2000 x 90 x 88 24 E7111/LED2W064060S -

3000K 7250 94 4000 x 90 x 88 24 E7115/LED4W064060S -

4000K 7750 100 2000 x 90 x 88 24 E7111/LED2N064060S -

4000K 7750 100 4000 x 90 x 88 24 E7115/LED4N064060S -

80 3000K 9050 93 4000 x 90 x 88 24 E7114/LED4W080075S -

4000K 9200 100 4000 x 90 x 88 24 E7114/LED4N080075S -

96 3000K 10850 93 4000 x 90 x 88 24 E7113/LED4W096090S -

4000K 10900 100 4000 x 90 x 88 24 E7113/LED4N096090S -

112 3000K 12700 94 4000 x 90 x 88 24 E7112/LED4W112105S -

4000K 13500 100 4000 x 90 x 88 24 E7112/LED4N112105S -

128 3000K 14500 94 4000 x 90 x 88 24 E7111/LED4W128120S -

4000K 15450 100 4000 x 90 x 88 24 E7111/LED4N128120S -

≤ 22 ≤ 3000 (65°) 64 3000K 7250 94 1000 x 90 x 88 24 E7121/LED1W064060S -

4000K 7750 100 1000 x 90 x 88 24 E7121/LED1N064060S -

80 3000K 9050 93 2000 x 90 x 88 24 E7124/LED2W080075S -

4000K 9200 100 2000 x 90 x 88 24 E7124/LED2N080075S -

96 3000K 10850 93 2000 x 90 x 88 24 E7123/LED2W096090S -

4000K 10900 100 2000 x 90 x 88 24 E7123/LED2N096090S -

112 3000K 12700 94 2000 x 90 x 88 24 E7122/LED2W112105S -

4000K 13500 100 2000 x 90 x 88 24 E7122/LED2N112105S -

128 3000K 14500 94 2000 x 90 x 88 24 E7121/LED2W128120S -

4000K 15450 100 2000 x 90 x 88 24 E7121/LED2N128120S -

160 3000K 18100 93 4000 x 90 x 88 24 E7124/LED4W160150S -

4000K 18400 100 4000 x 90 x 88 24 E7124/LED4N160150S -

192 3000K 21750 93 4000 x 90 x 88 24 E7123/LED4W192180S -

4000K 21800 100 4000 x 90 x 88 24 E7123/LED4N192180S -

224 3000K 25350 93 4000 x 90 x 88 24 E7122/LED4W224210S -

4000K 27050 100 4000 x 90 x 88 24 E7122/LED4N224210S -

256 3000K 29000 94 4000 x 90 x 88 24 E7121/LED4W256240S -

4000K 30900 100 4000 x 90 x 88 24 E7121/LED4N256240S -

STRAIGHT LINE MOUNTING

E7

E7
medium wide-angle
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LIGHT LINE SYSTEMS
LENS

E7 - webref. SE7007A4

E7
wide-angle

E7

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - wide-angle distribution

HIGH POWER

≤ 22 ≤ 1500 (65°) 32 3000K 3599 93 1000 x 90 x 88 24 E7211/LED1W032030S -

3000K 3599 93 2000 x 90 x 88 24 E7215/LED2W032030S -

4000K 3849 99 1000 x 90 x 88 24 E7211/LED1N032030S -

4000K 3849 99 2000 x 90 x 88 24 E7215/LED2N032030S -

40 3000K 4549 94 2000 x 90 x 88 24 E7214/LED2W040038S -

4000K 4599 100 2000 x 90 x 88 24 E7214/LED2N040038S -

48 3000K 5449 94 2000 x 90 x 88 24 E7213/LED2W048045S -

4000K 5449 100 2000 x 90 x 88 24 E7213/LED2N048045S -

56 3000K 6349 94 2000 x 90 x 88 24 E7212/LED2W056053S -

4000K 6749 100 2000 x 90 x 88 24 E7212/LED2N056053S -

64 3000K 7248 94 2000 x 90 x 88 24 E7211/LED2W064060S -

3000K 7248 94 4000 x 90 x 88 24 E7215/LED4W064060S -

4000K 7748 100 2000 x 90 x 88 24 E7211/LED2N064060S -

4000K 7748 100 4000 x 90 x 88 24 E7215/LED4N064060S -

80 3000K 9048 93 4000 x 90 x 88 24 E7214/LED4W080075S -

4000K 9198 100 4000 x 90 x 88 24 E7214/LED4N080075S -

96 3000K 10848 93 4000 x 90 x 88 24 E7213/LED4W096090S -

4000K 10898 100 4000 x 90 x 88 24 E7213/LED4N096090S -

112 3000K 12698 94 4000 x 90 x 88 24 E7212/LED4W112105S -

4000K 13498 100 4000 x 90 x 88 24 E7212/LED4N112105S -

128 3000K 14497 94 4000 x 90 x 88 24 E7211/LED4W128120S -

4000K 15447 100 4000 x 90 x 88 24 E7211/LED4N128120S -

≤ 3000 (65°) 64 3000K 7248 94 1000 x 90 x 88 24 E7221/LED1W064060S -

4000K 7748 100 1000 x 90 x 88 24 E7221/LED1N064060S -

80 3000K 9048 93 2000 x 90 x 88 24 E7224/LED2W080075S -

4000K 9198 100 2000 x 90 x 88 24 E7224/LED2N080075S -

96 3000K 10848 93 2000 x 90 x 88 24 E7223/LED2W096090S -

4000K 10898 100 2000 x 90 x 88 24 E7223/LED2N096090S -

112 3000K 12698 94 2000 x 90 x 88 24 E7222/LED2W112105S -

4000K 13498 100 2000 x 90 x 88 24 E7222/LED2N112105S -

128 3000K 14497 94 2000 x 90 x 88 24 E7221/LED2W128120S -

4000K 15447 100 2000 x 90 x 88 24 E7221/LED2N128120S -

160 3000K 18097 93 4000 x 90 x 88 24 E7224/LED4W160150S -

4000K 18397 100 4000 x 90 x 88 24 E7224/LED4N160150S -

192 3000K 21746 93 4000 x 90 x 88 24 E7223/LED4W192180S -

4000K 21796 100 4000 x 90 x 88 24 E7223/LED4N192180S -

224 3000K 25246 93 4000 x 90 x 88 24 E7222/LED4W224210S -

4000K 27046 100 4000 x 90 x 88 24 E7222/LED4N224210S -

256 3000K 28995 94 4000 x 90 x 88 24 E7221/LED4W256240S -

4000K 30895 100 4000 x 90 x 88 24 E7221/LED4N256240S -

STRAIGHT LINE MOUNTING
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E7 in line, asymmetric - webref. SE7005C4

E7

UGR Lav. - limit
cd/m2

#
LEDs

lamp type
TK

lumen
luminaire

lm/W
luminaire

L x W x H
mm

plan
N.

order code
option

LED+LENS™ - asymmetric distribution

HIGH POWER

 -  - 32 3000K 3599 93 1000 x 90 x 127 24 E7411/LED1W032030S -

3000K 3599 93 2000 x 90 x 127 24 E7415/LED2W032030S -

4000K 3849 99 1000 x 90 x 127 24 E7411/LED1N032030S -

4000K 3849 99 2000 x 90 x 127 24 E7415/LED2N032030S -

40 3000K 4499 93 2000 x 90 x 127 24 E7414/LED2W040038S -

4000K 4599 100 2000 x 90 x 127 24 E7414/LED2N040038S -

48 3000K 5399 93 2000 x 90 x 127 24 E7413/LED2W048045S -

4000K 5399 99 2000 x 90 x 127 24 E7413/LED2N048045S -

56 3000K 6299 93 2000 x 90 x 127 24 E7412/LED2W056053S -

4000K 6699 99 2000 x 90 x 127 24 E7412/LED2N056053S -

64 3000K 7199 93 1000 x 90 x 127 24 E7421/LED1W064060S -

3000K 7199 93 2000 x 90 x 127 24 E7411/LED2W064060S -

3000K 7199 93 4000 x 90 x 127 24 E7415/LED4W064060S -

4000K 7699 99 1000 x 90 x 127 24 E7421/LED1N064060S -

4000K 7699 99 2000 x 90 x 127 24 E7411/LED2N064060S -

4000K 7699 99 4000 x 90 x 127 24 E7415/LED4N064060S -

80 3000K 8999 93 2000 x 90 x 127 24 E7424/LED2W080075S -

3000K 8999 93 4000 x 90 x 127 24 E7414/LED4W080075S -

4000K 9149 99 2000 x 90 x 127 24 E7424/LED2N080075S -

4000K 9149 99 4000 x 90 x 127 24 E7414/LED4N080075S -

96 3000K 10799 93 2000 x 90 x 127 24 E7423/LED2W096090S -

3000K 10799 93 4000 x 90 x 127 24 E7413/LED4W096090S -

4000K 10849 99 2000 x 90 x 127 24 E7423/LED2N096090S -

4000K 10849 99 4000 x 90 x 127 24 E7413/LED4N096090S -

112 3000K 12599 93 2000 x 90 x 127 24 E7422/LED2W112105S -

3000K 12599 93 4000 x 90 x 127 24 E7412/LED4W112105S -

4000K 13449 99 2000 x 90 x 127 24 E7422/LED2N112105S -

4000K 13449 99 4000 x 90 x 127 24 E7412/LED4N112105S -

128 3000K 14398 93 2000 x 90 x 127 24 E7421/LED2W128120S -

3000K 14399 93 4000 x 90 x 127 24 E7411/LED4W128120S -

4000K 15348 99 2000 x 90 x 127 24 E7421/LED2N128120S -

4000K 15349 99 4000 x 90 x 127 24 E7411/LED4N128120S -

160 3000K 17998 93 4000 x 90 x 127 24 E7424/LED4W160150S -

4000K 18298 99 4000 x 90 x 127 24 E7424/LED4N160150S -

192 3000K 21598 93 4000 x 90 x 127 24 E7423/LED4W192180S -

4000K 21698 99 4000 x 90 x 127 24 E7423/LED4N192180S -

224 3000K 25198 93 4000 x 90 x 127 24 E7422/LED4W224210S -

4000K 26898 99 4000 x 90 x 127 24 E7422/LED4N224210S -

256 3000K 28797 93 4000 x 90 x 127 24 E7421/LED4W256240S -

4000K 30747 99 4000 x 90 x 127 24 E7421/LED4N256240S -

STRAIGHT LINE MOUNTING

E7
asymmetric

Save up to 75% on energy
see catalogue 2013-2014
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webref. SE7009A2

LIGHT LINE SYSTEMS
LENS
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E7 - webref. SE7006A4 E7 IP40 - webref. SE7005B6

Suspension and accessories

Mounting brackets
individual mounting: 2 single brackets / luminaire
in-line assembly: 2 single brackets (start and end of line) + (number of  line segmets -1) double brackets

For ceiling mounting single bracket E7H111

double bracket E7H112

For threaded rod single bracket E7H121

double bracket E7H122

For chain single bracket E7H131

double bracket E7H132

For steel wire single bracket E7H141

double bracket E7H142

Options and accessories

clear cover plate in polycarbonate not for E74 code + T1

Save up to 75% on energy
see catalogue 2013-2014

E7
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LIGHT MANAGEMENT

R7 with EMD-sensor DALI - webref. SC022A10

MULTIDETECTION

COMPREHENSIVE LIGHT CONTROL
ETAP's EMD sensors combine several sensors in a single compact housing.

The analogue version features a motion detector and light sensor and dims the lighting 25% when no 

one is present. Dimming depending on daylight can be switched on or off. By adding the Switchbox to 

the analogue sensor, the EMD is able to dim the lighting even more and subsequently also switch it off 

to maximise energy-efficiency.

The DALI version of the EMD also features an IR receiver in addition to the motion detector and light 

sensor. which allows you to remotely control your lighting.

ENERGY SAVINGS
EMD minimises the luminaire's power consumption. Thanks to the automatic control depending on 

daylight and presence, unnecessary energy consumption is avoided. Parasitic energy consumption, 

which is the consumption of the sensor itself, is minimised: the analogue sensor can be directly sup-

plied by the 1-10V interface of the ballast on the luminaire with the Switchbox the analogue version 

has its own consumption of only 0.35W. The EMD DALI uses 0.8W.

FLEXIBILITY AND USER-FRIENDLINESS
With EMD in your luminaires you are prepared for changes in the future. On analogue versions you 

can configure the sensor to react to the application you need at that time. For example, you can 

switch on the motion detector or both the motion detector and the light sensor. The sensitivity of the 

light sensor and the delayed switch-off of the motion sensor can also be infinitely adjusted to suit 

your needs.

With EMD DALI it is even easier: by means of a specific remote control you can choose several preset 

operating modes. For example, with the press of a button you can switch from “individual office” 

mode to “open-plan office” mode. Obviously here too, you can configure your daylight control to suit 

your needs. In addition, the EMD DALI version allows to control several groups of luminaires with a 

single sensor and to dim the window side and inside of a room differently depending on daylight.

ORDER
Ask your ETAP advisor to develop the best solution for your specific needs.

The sensor can be built into the luminaire housing on request.

Movement dependent 
control

Daylight dependent
control

Push-button
control

IR remote control Switching Dimming Scenes

EMD analogue X X 25%

EMD analogue
+ Switchbox X X X 230V 1%

EMD DALI 
+ Controller X X X X DALI 1% 4

EMD
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ADDRESSABLE SYSTEM FOR LIGHT CONTROL AND ENERGY 
MANAGEMENT

Excellum is an integrated system for light control and energy management. The addressable dimming 

and switching function, combined with the user-friendly control software allows Excellum to react 

dynamically to the constantly changing light conditions in a building. With Excellum you will save 

energy, reduce your CO2 emissions and improve your personal lighting comfort. Further information 

on Excellum can be found in the "2013-2014 catalogue", pp 198-205.

With the DALI version of Excellum we take a step towards a full DALI system. All lighting and all con-

trol components are connected to one type of bus on the central controllers (ECU), thus making the 

system's installation very easy. 

With this new Excellum version, we also launch a new software version for the Polaris 3DTM light 

control system This software interface was given a new appearance and makes it even easier to con-

figure, manage and analyse your  system.

EXCELLUM

SYSTEM STRUCTURE
DALI

DALI (Digital Addressable Light-
ing Interface) is a standard pro-
tocol for the lighting industry. 
DALI provides simplified com-
munication and installation. 
Every DALI line can monitor up 
to 64 luminaires, which remain 
individually addressable. Cor-
rect communication with the 
network is possible thanks to 
the DALI ballast.
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Excellum Ethernet Network

DALI ECU

DALI ECU

Secure Ethernet (Existing)

DALI Bus

SSU

Push Button
+ Coupler

Polaris 3D™
Software

Personal Control
Software

Internet/Intranet 
Connection

DALI luminaire wit DALI ballast

Occupancy / Light Sensor + Sensor Coupler

DALI ECU
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Odyzee, Kloetinge - Netherlands - webref. SAL32E2A

CENTRAL CONTROL COMPONENTS
ECU DALI

The Energy Control Unit (ECU) is the Excellum system's exchange. All nodes (sensors, actors, 

DALI devices, ...) are connected to this.

ECU DALI C3C00

Power supply ECU DALI 30W C3S01

INPUT
INPUT COMPONENTS

Input components allow sensors and operational elements to be integrated in Excellum 

such as push-buttons, movement detectors, light sensors, ...

Multi Sensor Coupler - for light sensors and movement detectors C3N10

CI Input Adapter - mounting accessory for Multi Sensor Coupler, for installa-

tion in wall or ceiling

C3N10-1

Multi Sensor Coupler + CI Input Adapter C3N11

Advanced Sensor Coupler - for light sensors and movement up to 13 m C2N12

Push Button Coupler C3N13

OUTPUT
OUTPUT COMPONENTS

Output components are connected to the DALI network and switch and/or dim lighting that 

does not have a DALI ballast or driver. These components are recommended for renova-

tions, to connect existing luminaires to the Excellum DALI network.

DALI Repeater Luminaire - up to 64 DALI ECG per repeater C3N00

DALI Repeater Ceiling integration - up to 64 DALI ECG per repeater C3N01

DALI Repeater DIN-rail - up to 64 DALI ECG per repeater C3N02

DALI Converter Luminaire - 1-10V - up to 8 ballasts per converter C3N03

DALI Converter Ceiling integration - 1-10V - up to 8 ballasts per converter C3N04

DALI Converter DIN-rail - 1-10V - up to 8 ballasts per converter C3N05

Triple Switch C3N06

Ceiling adapter for DALI Converter C3AC2

Ceiling adapter for DALI Repeater C3AC1
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SENSORS

DALI sensors that detect light and motion are available for recess and surface mounting as 

well as for luminaire integration. They are connected directly to the DALI line.

Multi Sensor Luminaire - movement/daylight - DALI C3RM0

Multi Sensor Luminaire Clip - movement/daylight - DALI C3RM1

Multi Sensor Luminaire Moveable - movement/daylight - DALI C3RM2

Multi Sensor Luminaire Flat - movement/daylight - DALI C3RM3

Multi Sensor Ceiling - movement/daylight - DALI (recessed mounted) C3RM4

Multi Sensor Surface - movement/daylight - DALI (surface mounted) C3RM5

Wide view Sensor - movement detector 360° PIR - surface mounted 

- for great heights and wide detection areas

C3RM6

High view Sensor - movement detector 360° PIR - surface mounted 

- for great heights and wide detection areas

C3RM7

Surface mounting adapter for Multi Sensor C3AC0

Configuration software
POLARIS 3D™

Polaris 3D™ software allow the lighting to be configured and managed based on a modern, 

floor plan-based graphic user interface. . The software also features extensive reporting 

and analysis functionalities. The Polaris 3D™ software licence is included in the ECU price 

and there is no limit on the number of clients you want to install.
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K2
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Application Escape route lighting

Exterior lighting of final emergency exit (t ≥-15°C)

Material Base: impact-resistant polycarbonate

Diffuser: impact-resistant polycarbonate

Optics Lens

Exterior lighting of final emergency exit (t ≥ -15°C ): narrow-beam lens

Dimensions L x B x H in mm: 359 x 180 x 100

Plan N.: 100

Photometrics K21 with LED: ceiling mounting: 16,4 m (1 lux, mounting height 2,8 m, 

155 lm) 

K28: 1 m2 (1 lux, mounting height 5 m, 22 lm end service period)

Dimensional sketches p 69

IMPACT-RESISTANT, DUST AND 

WATERTIGHT EMERGENCY LIGHTING

lighting of final emergency exit

escape route lighting with LED

For more K2 luminaires, see catalogue 2013-2014 p 225-231
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K
2

Self contained luminaires
optics application special application temperature mounting NM/M lamp type lumen 

emergency
order code

 self test

lens escape route for exterior use ≥ -15°C surface/recessed NM LED 3W 168 K211/3NO K212/3NO
≥ -15°C surface/recessed M LED 3W 168 K211/3PO K212/3PO

 ETAP Safety Manager: self test EST+  wired  wireless

lens escape route for exterior use ≥ -15°C surface/recessed NM LED 3W 168 K213/3NO K214/3NO
≥ -15°C surface/recessed M LED 3W 168 K213/3PO K214/3PO

K2 - webref. SK2100A1

LIGHTING  

Options and accessories   p 65   |   Spacing tables   p 66  |   Wiring diagrams  p 68   |   Dimensional sketches  p 69

Centrally supplied luminaires 
optics application special application temperature mounting emergency

supply voltage
lamp type lumen order code

EBS Compact emergency

lens escape route/anti-panic exterior lighting of final emergency exit ≥ -15°C surface/recessed 24V LED 2W 90 K28/2-24C6

Electronic options for self contained luminaires

through wiring code + S1

3h duration code + S2

conform to DALI IEC62386-202 Ed. 2009 (only for ESM-luminaires) code + S11

Accessory

protective grille K2H27

Mounting accessories

recessed mounting set K2H21

right angle wall bracket K2H22

suspension set
(the code does not include threaded rods)

K2H24
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K4

Application Single sided signage

Material Base in aluminium and frame in polycarbonate

Lacquered in white

Dimensions L x W x H in mm: 227 x 120 x 234 mm (ceiling) / 227 x 57 x 134 mm (wall)

Plan N.: 101/102

Self test Indicates a lamp error if the clarity dropts below 2 cd/m2 

(conform EN1838)

Signage Pictogram with OLED-technology

Perfect evenly distributed illumination (80 cd/m2 in the white of the pictogram) conform EN 1838

Viewing distance: 21 m

Dimensional sketches p 69

SINGLE SIDED SIGNAGE

WITH OLED
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K
4

SINGLE SIDED SIGNAGE

Options and accessories   p 65   |   Wiring diagrams  p 68   |   Dimensional sketches  p 69  |   Pictograms  p 57

Pictogram
pictogram choice: see overview p 57

K4 - webref. SK4101B2

Centrally supplied luminaires  
application mounting emergency

supply voltage
lamp type order code

EBS Compact

single sided signage recessed ceiling 24V OLED K424/1-24C6
recessed wall 24V OLED K423/1-24C6

K4 - webref. SK4100B3

Mounting accessories
recessed mounting template ceiling mounting K4H20

recessed mounting template wall mounting K4H21
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K9MINI
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Application Anti-panic lighting

Escape route lighting

Material Base: injection moulded plastic, transparent

Heat sink: extruded aluminium

Optics Escape route lighting: lens for light distribution 

along the centre line of the escape route

Anti-panic lighting: lens for nearly square light distribution

Dimensions Ø x H in mm: 20 x 32 (without trim)

Plan N.: 103

Photometrics Anti-panic lighting: 13,2 m (0,5 lux, mounting height 2,8 m)

Escape route lighting: 18,2 m (1 lux, mounting height 2,8 m)

Integration For mounting in suspended ceilings

Dimensional sketches p 69

ESCAPE ROUTE AND ANTI-PANIC LIGHTING

anti-panic lighting

escape route lighting
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K
9

K9mini, anti-panic lighting, with trim - webref. SK9501A2K9mini, escape route lighting - webref. SK9501A3

  Spacing tables   p 66   |   Wiring diagrams  p 68    |   Dimensional sketches  p 69 

Self contained luminaires  
application mounting NM/M lamp type lumen

emergency
order code1

 self test

escape route recessed NM LED 3W 149 K9R012/3N
anti-panic recessed NM LED 3W 150 K9R022/3N

 ETAP Safety Manager: self test EST+  wired

escape route recessed NM LED 3W 149 K9R013/3N
anti-panic recessed NM led 3W 150 K9R023/3N

LIGHTING 

Centrally supplied lumininaires   
application mounting emergency

supply voltage
lamp type lumen order code1

EBS Compact emergency

escape route recessed 24V LED 3W 149 K901/3N-24C6
anti-panic recessed 24V LED 3W 150 K902/3N-24C6

other central battery systems AC DC

escape route recessed 230V AC/DC LED 3W 149 149 K901/3N-2302

anti-panic recessed 230V AC/DC LED 3W 150 150 K902/3N-2302

1  available with or without trim. For more information, contact your ETAP adviser.

1  available with or without trim. For more information, contact your ETAP adviser.
2 to be used only on non-maintained circuits.
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K9

300 300600 600900 900 1200 150012001500

C0

cd/1000 lm

C90

Application Stairway lighting

Material Housing: injection moulded aluminium, white (RAL9003) or 

white aluminium (RAL9006) textured paint, or unpainted

Optics Lens for distribution along the centre line of the escape route

Dimensions L x W x H in mm: 152 x 152 x 32 (square) / Ø 90 x 70 mm (round)

Plan N.: 104

Photometrics 7 m (5 lux, mounting height 2,8 m)

Dimensional sketches p 70

STAIRWAY LIGHTING

For K9 escape route and anti-panic lighting, see catalogue 2013-2014 p 266-269
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K
9

K9 stairway lighting, surface unpainted - webref. SK9106A1K9 stairway lighting, round recessed, white - webref. SK9107A3

  Options and accessories   p 65   |   Spacing tables   p 66   |   Wiring diagrams  p 68   |   Dimensional sketches  p 70  

Self contained luminaires
application mounting NM/M lamp type lumen 

emergency
order code1

 self test

stairway lighting surface square NM LED 3W 209 K9R162/3N
M LED 3W 209 K9R162/3P

recessed square NM LED 3W 209 K9R362/3N
M LED 3W 209 K9R362/3P

recessed round NM LED 3W 209 K9R262/3N
M LED 3W 209 K9R262/3P

 ETAP Safety Manager: self test EST+  wired

stairway lighting surface square NM LED 3W 209 K9R163/3N
M LED 3W 209 K9R163/3P

recessed square NM LED 3W 209 K9R363/3N
M LED 3W 209 K9R363/3P

recessed round NM LED 3W 209 K9R263/3N
M LED 3W 209 K9R263/3P

LIGHTING 

1 code + X1: luminaire in RAL9003-white / code + X2: lumaire in RAL9006-white aluminium
/ code + X5: unpainted luminaire, only for surface mounted luminaires

Centrally supplied luminaires
application mounting emergency

supply voltage
lamp type lumen order code

EBS Compact emergency

stairway lighting surface square 24V LED 3W 209 K9R16/3-24Xy-C61

recessed square 24V LED 3W 209 K9R36/3-24Xy-C61

recessed round 24V LED 3W 209 K9R26/3-24Xy-C61

other central battery systems AC DC

stairway lighting surface square 230V AC/DC LED 3W 209 209 K9R16/3N-2302

recessed square 230V AC/DC LED 3W 209 209 K9R36/3N-2302

recessed round 230V AC/DC LED 3W 209 209 K9R26/3N-2302

1  replace 'y' in code by '1': luminaire in RAL9003-white / by '2': luminaire in RAL9006-white aluminium / 
by '5': unpainted luminaire, only for surface mounted luminaires

2 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium / 
code + X5: unpainted luminaire, only surface mounted luminaires

Mounting accessories
recessed mounting template K9RH82
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webref. SK9406A2
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K
9

K9 escape route lighting - webref. SK9102B1K9 anti-panic lighting - webref. SK9101A4

  Options and accessories   p 65   |   Spacing tables   see catalogue 2013-2014   |   Wiring diagrams  p 68   |   Dimensional sketches  p 68  

Self contained luminaires
application mounting NM/M lamp type lumen 

emergency
order code1

 self test

escape route lighting surface square M LED 3W 201 K9R112/3P
recessed square M LED 3W 201 K9R312/3P
recessed round M LED 3W 201 K9R212/3P

anti-panic lighting surface square M LED 3W 209 K9R122/3P
recessed square M LED 3W 209 K9R322/3P
recessed round M LED 3W 209 K9R222/3P

 ETAP Safety Manager: self test EST+  wired

escape route lighting surface square M LED 3W 201 K9R113/3P
recessed square M LED 3W 201 K9R313/3P
recessed round M LED 3W 201 K9R213/3P

anit-panic lighting surface square M LED 3W 209 K9R123/3P
recessed square M LED 3W 209 K9R323/3P
recessed round M LED 3W 209 K9R223/3P

MAINTAINED ANTI-PANIC AND ESCAPE ROUTE LIGHTING

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium
/ code + X5: unpainted luminaire, only for surface mounted luminaires
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K9

Application Single and double sided illuminated safety signs (ceiling)

Material Housing: pressure die cast aluminium, painted in white aluminium 

(RAL9006), white (RAL9003) or unpainted

Optics Lens for perfect evenly distributed illumination of the pictogram

Dimensions L x W x H in mm: 152 x 152 x 32 (H 120 mm incl. picto)

Plan N.: 105

Signage Screenprint on clear sign plate

Illumination, conform to EN 1838

Viewing distance: 15 m

Dimensional sketches p 70

SINGLE AND DOUBLE SIDED SIGNAGE

VIEWING DISTANCE: 15 M

These K9 order codes replace the codes in the catalogue 2013-2014 p 270-271
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K
9

K9 recessed - webref. SK9303A3K9 - webref. SK9302A6

Options and accessories  p 65 |   Spacing tables   p 66 |   Wiring diagrams  p 68   |   Dimensional sketches  p 70  |   Pictograms  p 57   

Centrally supplied luminaires
function mounting emergency

supply voltage
lamp type order code

EBS Compact

single and double sided signage surface 24V LED 3W K9R15/3Xy-C61

recessed 24V LED 3W K9R35/3Xy-C61

other central battery systems

single and double sided signage surface 230V AC/DC LED 3W K9R15/3-2302

recessed 230V AC/DC LED 3W K9R35/3-2302

SINGLE AND DOUBLE SIDED SIGNAGE

Self contained luminaires
function mounting NM/M lamp type order code1

self test

single and double sided signage surface M LED 3W K9R152/3P
recessed M LED 3W K9R352/3P

ETAP Safety Manager: self test EST+  wired

single and double sided signage surface M LED 3W K9R153/3P
recessed M LED 3W K9R353/3P

 

Pictogram
pictogram choice: see overview p 57

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium
/ code + X5: unpainted luminaire, only for surface mounted luminaires

1  replace 'y' in code by '1': luminaire in RAL9003-white / by '2': luminaire in RAL9006-white aluminium / 
by '5': unpainted luminaire, only for surface mounted luminaires

2 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium / 
code + X5: unpainted luminaire, only for surface mounted luminaires

Mounting accessories
recessed mounting template K9RH82
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webref. SK9406A1
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K
9

K9

K
9

Application Single sided signage (wall)

Single and double sided signage (perpendicular wall / ceiling)

Material Housing: pressure die cast zinc alloy, white aluminium (RAL9006), white (RAL9003) or unpainted

Housing recessed: zink alloy and polycarbonate, white aluminium (RAL9006) or white (RAL9003)

Sign plate: polymethyl metacrylate (PMMA)

Dimensions L x W x H in mm: wall: 325 x 181 x 58 / ceiling: 325 x 224 x 27 / recessed: 325 x 220 x 46 

Plan N.: 106

Self test Indicates a lamp error if clarity drops below 2 cd/m2

Signage Clear sign plate with screenprinted dot-matrix

Perfect evenly distributed illumination, conforms to EN 1838

Viewing distance: 26 m

Dimensional sketches p 71

SINGLE AND DOUBLE SIDED SIGNAGE

VIEWING DISTANCE: 26 M

These K9 order codes replace the codes in the catalogue 2013-2014 p 273-275
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K9 - webref. SK9401A2 K9 wall mounting - webref. SK9401A11

Centrally supplied luminaires 
function mounting emergency 

supply voltage
lamp type order code1

central battery systems (excl. EBS Compact)

single sided signage surface wall 230V AC/DC LED 1W K9R43/1-230

SINGLE SIDED SIGNAGE

Self contained luminaires
function mounting NM/M2 lamp type order code1

self test

single sided signage surface wall NM/M LED 1W K9R432/1

ETAP Safety Manager: self test EST+  wired

single sided signage surface wall NM/M LED 1W K9R433/1
1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium/ code + X5: unpainted luminaire

2 NM/M adjustable at installation

Pictogram
pictogram choice: see overview p 57

Options and accessories  p 65   |   Spacing tables   p 66  |   Wiring diagrams  p 68   |   Dimensional sketches  p 71 |   Pictograms  p 57   

1  code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium /code + X5: unpainted luminaire
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K
9

Options and accessories  p 65   |   Spacing tables   p 66   |   Wiring diagrams  p 68   |   Dimensional sketches  p 71 |   Pictograms  p 57   

Centrally supplied luminaires
function mounting emergency 

supply voltage
lamp type order code1

central battery systems (excl. EBS Compact)

single and double sided signage surface 230V AC/DC LED 1W K9R14/1-230
recessed 230V AC/DC LED 1W K9R24/1-230
perpendicular wall 230V AC/DC LED 1W K9R54/1-230

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium
/ code + X5: unpainted luminaire, only for surface mounted luminaires

SINGLE AND DOUBLE SIDED SIGNAGE

Self contained luminaires
function mounting NM/M2 lamp type order code1

self test

single and double sided signage surface NM/M LED 1W K9R142/1
recessed NM/M LED 1W K9R242/1
perpendicular wall NM/M LED 1W K9R542/1

ETAP Safety Manager: self test EST+  wired

single and double sided signage surface NM/M LED 1W K9R143/1
recessed NM/M LED 1W K9R243/1
perpendicular wall NM/M LED 1W K9R543/1

1 code + X1: luminaire in RAL9003-white / code + X2: luminaire in RAL9006-white aluminium
/ code + X5: unpainted luminaire, only for surface mounted luminaires

2 NM/M adjustable at installation

Pictogram
pictogram choice: see overview p 57

Mounting accessories
recessed mounting template K9RH81

suspension set K9RH4-50

K9 perpendicular wall mounting - webref. SK9404A4 K9 surface mounting - webref. SK9402A13 K9 recessed mounting - webref. SK9403A4
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150150225300 375225 300375450 450

C0

cd/1000 lm

C90

4004008001200 1600800 120016002000 2000

C0

cd/1000 lm

C90

LEDMODULE
FOR INTEGRATED EMERGENCY LIGHTING

Application Anti-panic lighting

Escape route lighting

Material Base: injection moulded plastic, transparent

Heat sink: extruded aluminium

Optics Escape route lighting: lens for light distribution 

along the centre line of the escape route

Anti-panic lighting: lens for nearly square light distribution

Dimensions Ø x H in mm: 20 x 32

Photometrics Anti-panic lighting: 13,2 m (0,5 lux, mounting height 2,8 m)

Escape route lighting: 18,2 m (1 lux, mounting height 2,8 m)

Integration Available integrated in ETAP luminaires or for 

integration in luminaires of other suppliers

Order Consult your ETAP adviser for more information

anti-panic lighting

escape route lighting
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K

Integrated emergency lighting in R7 - webref. SK9004A3

LIGHTING

Self contained luminaires
application mounting NM/M lamp type lumen

emergency
order code1

 self test

escape route recessed NM LED 3W 149 K9R012/3N
anti-panic recessed NM LED 3W 150 K9R022/3N

 ETAP Safety Manager: self test EST+  wired

escape route recessed NM LED 3W 149 K9R013/3N
anti-panic recessed NM LED 3W 150 K9R023/3N

Centrally supplied luminaires
application mounting emergency

supply voltage
lamp type lumen order code1

EBS Compact emergency

escape route recessed 24V LED 3W 149 K9R01/3N-24C6
anti-panic recessed 24V LED 3W 150 K9R02/3N-24C6

other battery systems AC DC

escape route recessed 230V AC/DC LED 3W 149 149 K9R01/3N-230
anti-panic recessed 230V AC/DC LED 3W 150 150 K9R01/3N-230

The LED module for integrated emergency lighting is available in combination with ETAP luminaires.

 U5 (see catalogue 2013-2014 p 23-27)

 R4 (see catalogue 2013-2014 p 67-77)

 D1 (see catalogue 2013-2014 p 113-117)

Other combinations are possible. For more information, please contact your ETAP adviser.

Integration in ETAP luminaires for general lighting

Integration in luminaires for general lighting of other suppliers
with T5 fluorescent lamps

1  available with or without trim for mounting on T5 fluorescent lamp. For more information, contact your ETAP adviser

1  available with or without trim for mounting on T5 fluorescent lamp. For more information, contact your ETAP adviser
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webref. SK4101C1
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**

**

**

P
IC

T
O

G
R

A
M

S

K4 K9
square linear

plate plate

single sided single sided double sided single sided double sided

PICTOGRAMS FOR SAFETY SIGNAGE

K4HL0E K9RHL0ES K9RHL0S K9RHL0E K9RHL0

K4HL1E K9RHL1ES K9RHL1S K9RHL1E K9RHL1

K4HL2E K9RHL2ES K9RHL1S K9RHL2E K9RHL1

K4HL3E K9RHK3E K9RHL3

K4HG0E K9RHG0ES K9RHG0S K9RHG0E K9RHG0

K4HG1E K9RHG1ES K9RHG1S K9RHG1E K9RHG1

K4HG2E KRHG2ES K9RHG1S K9RHG2E K9RHG1

K9RHJ0E K9RHJ0

K9RHJ1E K9RHJ1

K9RHJ2E K9RHJ1

K4HQ0E K9RHQ0

K4HT0E K9RHT0

K4HZ0E K9RHZG0ES K9RHZG0S K9RHZG0E K9RHZG0

K4HZ1E K9RHZG1ES K9RHZG1S K9RHZG1E K9RHZG1

K4HZ2E K9RZG2ES K9RHZG1S K9RHZG2E K9RHZG1

 ** Only available in Sweden

INFORMATIVE PICTOGRAMS

In addition to the standard range, ETAP can produce pictograms to your specification.

Contact your ETAP adviser for more information.

PICTOGRAMS EMERGENCY LIGHTING
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TECHNICAL SUPPLEMENT: LIGHTING

CONVERSION LIST SOFTLIGHT LUMINAIRES

OLD ORDER CODE NEW ORDER CODE

EBIND
EBIND600-234/36/40PFBE US0131/L234HFW*

US0131/L236HFW*

US0131/240HFW*

EBIND600-255PFBE US0131/L255HFW

EBIND600-255PFBG US0131/L255HFD

EBIND600-214HRBE US01J1/213HFW

EBIND600-214HRXBE US01F1/213HFW

EBIND600-414HRBE US01J1/413HFW

EBIND600-414HRXBE US01F1/413HFW

EBIND625-234/36/40PFBE US0138/L234HFW*

US0138/L236HFW*

US0138/L240HFW*

ELITE
ELITE600-234/36/40PFBE US1131/L234HFW*

US1131/L236HFW*

US1131/L240HFW*

ELITE600-255PFBE US1131/L255HFW

ELITE600-255PFBG US1131/L255HFD

ELITE600-224HRBE US11J1/220HFW

ELITE600-224HRXBE US11F1/220HFW

ELITE1200-228HRBE US11J1/225HFW

ELITE1200-228HRXBE US11F1/225HFW

ELITE1200-228/54BE US1130/225HFW**

US1130/250HFW**

OLD ORDER CODE NEW ORDER CODE

EVER
EVER600-155PFUNIBE US2131/L155HFW

EVER600-214HRBE US21J1/213HFW

EVER600-214HRXBE US21F1/213HFW

EVER600-224HRBE US21J1/220HFW

EVER600-224HRXBE US21F1/220HFW

EVER600-414HRBE US21J1/413HFW

EVER600-414HRXBE US21F1/413HFW

EVER1200-228HRBE US21J0/225HFW

EVER1200-228HRXBE US21F0/225HFW

OELITE
OELITE700-234/36/40PFBE RS1638/L234HFW*

RS1638/L236HFW*

RS1638/L240HFW*

OELITE700-255PFBE RS1638/L255HFW

OELITE700-255PFBG RS1638/L255HFD

OELITE700-224HRBE RS16J8/220HFW

OELITE700-224HRXBE RS16F8/220HFW

ASTRIP
ASTRIP900-121BE WD21J0/119HFW

ASTRIP1200-128BE WD21J0/125HFW

ELLO
ELLO500-236PFBE WS5630/L236HFW

* Carried out with Multi watt ballast 34/36/40W 
** Carried out with Multi watt ballast 25/50W
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440

51
0

20
14

50

Mod. 600: 596
Mod. 625: 621

Mod. 600: 596
Mod. 625: 621

510

44
0

20

596 596

14
50

X 170

1-26mm

X
 1

80

X 180

1

52

160

1120

18
0

20
141246308

50

1120

18
0

151720296

50

1120

18
0

20
191196296

50

3. U7 – square – with air extraction

ceiling cutout:  580 x 580 mm

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT: LIGHTING

1. U7 mini 

5. U7 – linear – BANDRASTER

ceiling cutout:  1720 x 196 mm

6. U7 – linear - module 625

ceiling cutout:  1180 x235 mm

4. U7 – linear

mod. 300:  1180 x235 mm

2. U7 - lighting

ceiling cutout:

mod. 600: 580 x 580 mm

mod. 625: 605 x 605 mm
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99
,4

U5861 : 1196
U5867 : 1246

Ø 19

1100

11
0

U
58

61
: 2

96
U

58
67

: 3
08

99
,4

U5861 : 596
U5867 : 621

Ø 19

4

48
,5

16

50

100

S7x15

1120

18
0

20
191196296

50

10. R7 mini9. U5 IP44 - linear 

8. U5 IP44 - square

DIMENSIONAL SKETCHES

7. U7 – linear – with air extraction

 ceiling cutout:  1180 x235 mm

TECHNICAL SUPPLEMENT: LIGHTING
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X 600

41

R7H.2R7H.1

41
5

450

15 47

32

75

35
0  19

1500

700

150

14

 

900

37

8 19

30

75

32 75

150

150

1680

1680

15

150

15

150

1000

 19

55

15

543

 19

X 600

43
0

430

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT:  L IGHTING

11. R7 square - surface 12. R7 square - suspension

13. R7 – surface – individual – 24 or 36 LEDs/luminaire

14. R7 – surface – in line – 24 or 36 LEDs/luminaire
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55

60

820/1420/1720

750/1350/1750

850/1450/1850

1500 150

15

130
1680
450 150

75

450
1680

69,5

74

150

75

15
33

55

60

750/1350/1750

855/1455/1755

25 25650/1250/1550

17. LEDA lighting module - suspension

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT: LIGHTING

15. R7 – suspension – individual – 24 or 36 LEDs/luminaire

16. R7 – suspension – in line

18. LEDA lighting module - surface mounted
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X 175

X
 1

88

171

170

12
4

1

X 175

X
 1

92

170

12
1

4

171

93

126

852/1452/1752

855/1455/1755 x 110

55

60

 
88

750/1350/1750

885/1485/1785
750/1350/1750

820/1420/1720

852/1452/1752

884/1484/1784

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT:  L IGHTING

21. D3 with LED, wafer trim 22. D3 with LED, flat trim

19. LEDA lighting module - recessed

20. LEDA lighting module - in line  - suspension
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1070/2070

: 988/1988

-T1

90

89

39

90

84

 184 

 8
0 

 4
6 -T1

: 988 (E74*1/LED1...)/1988/3988

1000 (E7**1/LED1...)/2000/4000

23. E7 individual

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT: LIGHTING

24. E7 in line
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400 x 220
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ø19

ø19

K2 K4 K9 LIGHTING K9 SIGNAGE

CEILING MOUNTING

RECESSED mounting frame: K2H21
mounting reach: 1-20 mm

recessed mounting template: K4H20 recessed mounting template: K9RH82 recessed mounting template: K9RH81

LONGITUDINAL 
WALL MOUNTING

recessed mounting template: K4H21

PERPENDICULAR
WALL MOUNTING

K2H22

THROUGH WIRING

PENDANT K2H24
horizontal lumi-
naire mounting

K9RH4-50

PROTECTIVE GRILLE K2H27

ACCESSORIES

TECHNICAL SUPPLEMENT:  EMERGENCY L IGHTING
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h

a
bc

d

c d h
a b h

SPACING TABLES

TECHNICAL SUPPLEMENT: EMERGENCY LIGHTING

0,5 lux K2 - 165 lm

1,5 m 1,5 4,6 1,5 3,9

2,0 m 0,8 3,7 1,4 3,8

2,5 m - 1,8 1,4 3,5

1 lux K2 - 165 lm

1,5 m 0,7 3,0 1,2 3,0

2,0 m - 1,2 1,1 2,8

2,5 m - - 1,0 2,6

h a b c d h a b c d

CEILING MOUNTED

1 lux K2 - 165 lm

2,8 m 8,3 18,7 2,1 5,1

3,0 m 8,6 19,6 2,2 5,2

3,5 m 9,3 21,7 2,3 5,5

4,0m 9,1 23,6 2,5 6,0

4,5 m 7,3 25,1 2,5 6,4

0,5 lux K2 - 165 lm

2,8 m 9,4 21,1 2,5 6,5

3,0 m 9,8 11,1 2,6 6,7

,3,5 m 10,9 24,5 2,8 7,0

4,0 m 11,8 26,8 3,0 7,2

4,5 m 12,6 29,0 3,2 7,5

K2

STAIRWAY LIGHTING

K9 1 lux K9 stairway - 209 lm  

2,8 m 11,2 - - -

3,0 m 11,7 - - -

4,0 m 14,0 - - -

6,0 m 19,1 - - -

8,0 m 23,7 - - -

5 lux K9 stairway - 209 lm  

2,8 m 8,8 - - -

3,0 m 9,3 - - -

3,5 m 10,4 - - -

4,0 m 11,4 - - -

5,0 m 12,9 - - -
2 height step: 18,5 cm / depth step: 25 cm

LED module 1 lux K9 - escape route - 149 lm

2,8 m 8,2 18,2 1,8 4,0

3,0 m 8,6 19,1 1,9 4,2

3,5 m 9,5 21,3 1,9 4,7

4,0m 10,3 23,3 1,4 4,8

4,5 m 11,0 25,2 1,2 4,7

0,5 lux K9 - anti-panic - 150 lm

2,8 m 6,0 13,2 6,1 13,2

3,0 m 6,3 13,9 6,4 14,0

,3,5 m 6,6 15,6 6,9 15,8

4,0 m 6,1 17,0 6,4 17,4

4,5 m 5,1 17,2 5,2 17,5

1 lux K9 - escape route - 149 lm

2,8 m 8,2 18,2 1,8 4,0

3,0 m 8,6 19,1 1,9 4,2

3,5 m 9,5 21,3 1,9 4,7

4,0m 10,3 23,3 1,4 4,8

4,5 m 11,0 25,2 1,2 4,7

0,5 lux K9 - anti-panic - 150 lm

2,8 m 6,0 13,2 6,1 13,2

3,0 m 6,3 13,9 6,4 14,0

,3,5 m 6,6 15,6 6,9 15,8

4,0 m 6,1 17,0 6,4 17,4

4,5 m 5,1 17,2 5,2 17,5

K9mini

WALL MOUNTED

K2
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h

b

1 lux
h

1 lux

5 lux

b

a

h

1 lux

5 lux

b

a

MOUNTING WITH SIGNAGE

h a b c

K9 ceiling mounted
160 lm

h
5 lx
(a)

1 lx
(b)

0,5 lx
(c)

2,25 m - 2,3 3,2

2,70 m - 2,1 3,4

K9 wall mounted
72 lm

h
5 lx
(a)

1 lx
(b)

0,5 lx
(c)

2,25 m 0,4 1,3 2,1

2,70 m 0,2 1,2 2,0

K9 ceiling mounted
72 lm

h
5 lx
(a)

1 lx
(b)

0,5 lx
(c)

2,25 m 0,4 1,3 2,1

2,70 m 0,2 1,2 2,0

TECHNICAL SUPPLEMENT:  EMERGENCY L IGHTING

SPACING TABLES
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Un

N L1

Un

N L1

24V

N L1

h 

1 lux

b

h 

WIRING DIAGRAMS

CONNECTION OF SELF CONTAINED AND CENTRALLY SUPPLIED LUMINAIRES LUMINAIRES FOR EBS Compact

K2 - K9 lighting K9 signage

h a b c

K2 wall mounted
22 lm1

h
5 lx
(a)

1 lx
(b)

0,5 lx
(c)

2,25 m - 1,6 -

2,75 m - 1,8 -

3,00 m - 1,8 -

4,00 m - 2,0 -

5,00 m - 1,1-2,1 -
1 lumen output ‘end service period’ (50 %)

EXTERIOR LIGHTING OF FINAL EMERGENCY EXIT

TECHNICAL SUPPLEMENT: EMERGENCY LIGHTING

SPACING TABLES
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100. K2 lighting 101. K4 wall mounting

102. K4 ceiling mounting 103a. K9mini without trim

DIMENSIONAL SKETCHES

TECHNICAL SUPPLEMENT:  EMERGENCY L IGHTING
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39

27

104b. K9 lighting square recessed

104c. K9 lighting round recessed 105a. K9 signage with viewing distance 15 m, surface mounted

DIMENSIONAL SKETCHES

104a. K9 lighting, square, surface mounted103b. K9mini with trim

TECHNICAL SUPPLEMENT: EMERGENCY LIGHTING
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75 62
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Ø20

315

313

105b. K9 signage with viewing distance 15 m, recessed

DIMENSIONAL SKETCHES

106b. K9 signage with viewing distance 26 m, surface mounted

106a. K9 signage with viewing distance 26 m, wall mounting

106d. K9 signage with viewing distance 26 m, perpendicular wall

106c. K9 signage with viewing distance 26 m, recessed

TECHNICAL SUPPLEMENT:  EMERGENCY L IGHTING
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UK

ETAP NV
Progress Business Centre

Whittle Park Way

Slough 

Berkshire SL1 6DQ

Tel. +44 (0)16 28 55 96 50

Fax +44 (0)16 28 55 90 12

enquiries@etaplighting.com

Export

ETAP Export Department
Antwerpsesteenweg 130

B-2390 Malle – Belgium

Tel. +32 (0)3 310 02 11

Fax +32 (0)3 311 61 42

export@etaplighting.com

Poland

ETAP NV
Spółka Akcyjna Oddział w Polsce

ul. Leopolda Okulickiego 12A

05-500 Piaseczno

Tel. +48 22 701 8125

info.pl@etaplighting.com

U.A.E.

ETAP U.A.E.
Energy & Environment Park

Nucleotide Lab Complex, 2nd floor, Office EO 01

PO BOX 345014, Al Barsha

Dubai, UAE

Tel. +971 (0)4 434 73 64

Fax +971 (0)4 437 03 78

export@etaplighting.com 1
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