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NORTHCLIFFE LIGHTING was established in 1993 with the 

business units in UK, Lithuania, Russia and Ukraine and 

since then it has become one of the largest independent 

lighting manufacturers in Central and Eastern Europe. The 

company has achieved rapid growth over the last 20 years 

and currently production capacity reaches 3.5 million light 

fixtures per year.

All our products are made using high quality components from 

reputable European suppliers, such as Helvar, Alanod, 

Almeco, Tridonic, AAG Stucchi, Osram etc.

NORTHCLIFFE utilizes the most advanced technologies, 

some of them are unique and patented, to produce low weight 

and slim light fixtures for easy installation, as well as for 

efficient storage and transportation.

Our current product range includes recessed, surface-mount-

ed and suspended modular louvre luminaires, as well as 

water-proof IP65 light fixtures, battens, downlights, floodlights 

and many others. NORTHCLIFFE light fixtures can be facto-

ry-fitted with emergency packs, dimmable or DALI ballasts, 

offered with glossy, matt or MIRO reflectors, various types of 

connectors and plugs to suit specific requirements of any 

European market.

UAB NORTHCLIFFE LIGHTING has accreditation for ISO 

9001:2008 Quality Assurance Standards- a comprehensive 

evaluation that is concerned not just with quality, but with 

every aspect of company operations. It is a key feature of our 

constant effort to maintain exceptional standards of quality 

and service. 100% of our products are individually tested 

before leaving our factories and comply with CE, ROHS 

standards and requirements.

To make it more convenient for our potential customers to 

make choice we show the most demanded products, which 

best represent NORTHCLIFFE strong ability to offer high 

quality products for very competitive prices. We believe that 

this catalogue will help you to find solutions to reach your 

goals and make NORTHCLIFFE your reliable business 

partner for the future.

For further and most up-to-date information please visit 

www.northcliffe.org or send us an email to 

info@northcliffe.org
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HOW TO USE

THIS CATALOGUE?

63

Type Lamp (W) and socket Overall dimensions, mm Weight, kg Total wattage, W

Passat 218 D75 2×18 (G13) 295x595x85 2,4 42

Passat 418 A07 RGD 4×18 (G13) 595x595x72 3,7 84

Passat 236 D76 2×36 (G13) 295x1195x85 3,9 84

Passat 436 D77 4×36 (G13) 595x1195x85 7,2 168

Options available on request:

HF – High Frequency control gear
DIM – Dimmable ballast 1-10V
EMG – Emergency version 1 hour
EM2 – Emergency version 2 hours
EM3 – Emergency version 3 hours
4TB – 4 way terminal block for loop feed and ease of 

wiring
5TB – 5 way terminal block for loop feed and ease of 

wiring

7CR – Louvre with 7 cross blades
9CR – Louvre with 9 cross blades
11CR – Louvre with 11 cross blades
WIE – 3-poles connector 
NCP – Low Power Factor

PASSAT
T8 Recessed Luminaire 

with Glossy 

V-shaped Louvre 

IP20
T8

G13

F

Type: Traditional recessed T8 luminaire with glossy V-shaped louvre. A classic design for general commercial 
lighting.

clip for maximum stability. 
Number of cross blades is optional from 5 up to 11 for better glare protection. 
Fully enclosed white painted steel body. Wiring is concealed and not visible from ground level. 
Luminaire is plastic-wrapped and packaged in twin boxes. 

Installation: Fits 15–24 mm exposed T-Bar ceilings 600×600 mm.

Application:

PASSAT 218 D75 HF

Photometric data
light characteristics of the product or
range of products   

Product description
luminaire parts, their materials,
packaging and applications

Illustrations

markings

Option list, there:

9CR – means 9 cross blades
EM3 – means emergency version 3 hours
HF – means high frequency control gear

Product number

Wattage of lamps

Quantity of lamps

Name of luminaire

Option list

Product table
basic information of the products:
names, lamp types and sockets,
dimensions, weights and wattages

Passat   4  18   A07   9CR  EM3  HF
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173

BARAT LED
IP66 for High impact 

resistance with opalized 

diffuser

Type:

Type
mm

>80 11

1000 >80 11

>80 21

2000 >80 21

>80

>80

>80

>80

>80

>80

>80 31

3000 >80 31

>80 61

6000 >80 61

>80

>80Photometric data
light characteristics of the product or
range of products

Product description
luminaire parts, their materials,
packaging and applications

Illustrations

markings

T8 – Color rendering:
Ra>80 %
40 – Color temperature:
4000K

Option list, there:

OP – opalized diffuser

Product number

2500 lm per module 

Quantity of modules

Name of luminaire

Option list

Product table
basic information of the products:
names, lamp types and sockets,
dimensions, weights and wattages

BARAT
LED

OPT840B1042500

HOW TO USE CATALOGUE 

FOR LED RANGE?
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Polaris PAR LED 
FMPIRSirius T5 Polaris T5 Slim Polaris T5 Polaris T5 White Polaris PAR LED

Recessed 
luminaires

38 40 40 43 44 44

Levanto T5 Levanto T5 IP40 Marenco T5 Marenco T5 IP40 Levanto R LED Marenco R LED

45 45 45 45 47 47

Breeze T5 Jetta C Jetta C LED Jetta S Jetta S LED Jetta PAR

51 53 53 54 54 55

Jetta PAR LED Bali T5 Bali LED Corona S LED Corona Q LED Corona M LED

55 57 58 59 59 59

Corona D LED Corona C LED Corona R LED

59 59 59

Breeze T8 Breeze DPAR T8/T5 Breeze RIB T8 Passat T8 Mistral ECO T8/T5 Monsoon ECO T8

61 63 64 66 67 67

Levanto T8/T5 Levanto T8 IP40 Marenco T8/T5 Marenco T8 IP40

69 69 71 71

Polaris T5 Polaris T5 Slim Polaris T5 LG3 Suspension kit Cap & cable Bootes LED

Surface and 
Suspended 
Luminaires

74 76 76 77 77 78

CONTENTS 
About company  1

Our partners and photometric data 14

Sophisticated solutions  15

LED is the technology of the future 16

Why electronic ballasts?  18

Lighting systems  20

iDIM applications 25

iMW and iPIR detection 30

Highbay and PIR occupancy sensors 32

Emergency monitoring system         202

Central battery low voltage system 204

MW devices for plastic luminaires     151

Energy saving in warehouses and 

corridor function 281

Nightswitches 309

Energy saving solutions and power

reduction devices for street lighting 348

Dimming of led street lighting 360
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Levanto T5 Marenco T5 Levanto S LED Marenco S LED Levanto S LED Marenco S LED

Surface and 
Suspended 
Luminaires

80 80 82 82 84 84

Breeze T8/T5 Breeze LONG T8/T5 Breeze DPAR T5/T5 Monsoon T8 Monsoon LONG T8 Passat T8

86 86 92 88 88 90

Passat SLIM T8 Passat LONG T8 Sirocco T8 Monsoon ECO T8 Mistral ECO T8 Levanto T8/T5

90 90 93 94 94 96

Levanto SLIM T8/T5 Levanto SPORT T8 Marenco T8/T5 Jetta T8/T5

96 96 95 98

Bora REF T8 Jetta T5 Tucana T5 Tucana T5 LG3 Tucana T5 PULL

99 100 101 101 101 101

Tucana T5 
UP/DOWNTucana T5 SENSE I-JOIN Cap & Cable Suspension Set Tucana PAR LED

103 103 103 101 101 105

Tucana PAR LED 
FMPIR

Tucana M LED 
FMPIRTucana M LED

105 106 106

Serpens T5 PAR Serpens T5 PRZ Serpens T5 OP Serpens LED OP Serpens D T5 PAR

Aluminium 

Luminaires

110 110 110 110 110 113

Serpens D T5 PRZ Serpens D T5 OP Serpens D LED OP Decor T5 PAR Decor T5 PRZ Decor T5 OP

113 113 113 115 115 115

Decor LED OP  Decor D T5 Sense   I-JOIN  L-JOIN  T-JOIN

115 115 117 117 117 117
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X-JOIN Bracket UP Bracket DOWN Decor D T5 PAR Decor D T5 PRZ Decor D T5 OP

Aluminium 

Luminaires

117 118 118 121 121 121

Decor D LED OP Decor D T5 Sense Decor D T5 PULL I-JOIN L-JOIN T-JOIN

121 121 121 123 123 123

X-JOIN Cap & Cable Suspension Set

123 121 121

Bora T8 w/o 
Bora T8 Symmetric Bora T8 Asymmetric Bora T8 Deluxe Holder

Battens

128 128 128 128 134 134

Alcor T5 w/o 
Alcor T5 Symmetric Alcor T5 Asymmetric Alcor T5 Deluxe Alcor T5 NARROW Alcor T5 2x

131 131 131 135 135 135

Aquila T5 IP44 w/o Aquila T5 IP44 
DeluxeShop S-JOIN3 S-JOIN6 Negara T8/T5 IP65

136 137 137 138 138 140

Sauna RO IP54 
OP GST

Circus IP44 CAP 
CLRPupis IP54 Pupis LED IP54 OP Sauna RO IP54 OP Sauna OV IP54 GST

Diffuser 
Luminaires

144 144 145 145 145 146

Cetus IP44 CAP 
CLR

Cetus LED IP44 
CAP OPCircus IP44 CAP OP Circus IP44 CLR Circus IP44 OP Cetus IP44 CAP OP

146 147 147 148 148 148

Cetus IP44 CLR Cetus IP44 OP Cetus LED IP44 OP Musca IP44 OP Musca LED IP44 OP MW

149 149 149 150 150 151

Pavo Pavo LED Indus IP54 Indus LED IP54 Columba IP65 Columba LED IP65

154 154 156 157 158 158
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Dorado LED IP54/
IP65Dorado IP54/IP65 Pollux IP54/IP65 Pollux LED IP54/IP65 Cabinet Coma IP40

Diffuser 
Luminaires

159 159 160 160 161 162

Euros PRZ IP44 
T8/T5Euros PRZ T8/T5 Euros OP T8/T5 Euros LED OP Euros OP IP44 T8/T5 Star T8

163 163 163 163 163 166

Doctor T5/T8 IP54 
PRZ

Doctor T5/T8 IP54 
OPCarina T5 PRZ Carina T5 OP Doctor LED IP54 OP

167 167 169 169 169

Cyclone T5/T8 Pali T5/T8 Typhoon T8 Barat T5/T8 Barat T5/T8 AS Barat LED OP

Waterproof 
and  Cleanroom 
Luminaires

  
172 174 176 177 179 181

Nord T5/T8 tmin 
-40°CBarat T5/T8 PAR Barat T5/T8 LG3 Nord T8 tmax +60°C Barat T8 EX Proof T5/T8

  
>Tc min -40°C >Tmax +60°C

 
182 184 186 188 189 190

Hermetic R T5/T8 
PAR IP54/IP65

Hermetic R T5/T8 
PRZ IP54/IP65

Hermetic R T5/T8 OP  
IP54/IP65Hercules T5/T8 IP65 Tunel T5/T8 IP65 Tunel LED IP65

193 194 195 196 196 196

Hermetic R LED OP 
IP54/IP65

Hermetic S T5/T8 
OP IP54

Hermetic S LED OP 
IP54

Caelum Caelum LED Caelum ANGLE

IK
10

+IP
65

IK
10

+IP
65

IK
10

+IP
65

196 198 198 199 200 199

Caelum LED ANGLE

IK
10

+IP
65

200

EMS CEBLV Nova Nova Tmin-25C Apollo Apollo LED

Emergency 
Lighting

202 204 209 210 212 213
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Scorpius Scorpius LED Vega Vega LED Arias Taurus LED

Emergency 
Lighting

214 215 216 216 217 218

Capella LED Ara LED Ara LED WIDE Corridor LED Corridor LED WIDE

219 220 221 222 223

Corridor LED SUR Apollo HIGH LED Lepus LED Leporis LED Season Dorado

222 224 225 226 227 228

Pollux Libra Libra LED Hydra Hydra LED Zeta LED

229 230 230 231 231 232

Pegasus 1x Pegasus 2x Pegasus 3x Pegasus 4x Pegasus HID Pegasus LED 1x

Spotlights

234 234 234 234 235 236

Pegasus LED 2x Pegasus LED 3x Pegasus LED 4x LED lamps Crater Crater ANGLE

236 236 236 236 237 237

Lamp 1GU10 LED TRACK SYSTEM Attis HID Ares HID Sphinx HID Sphinx LED

237 238 241 242 243 243

Calipso HID Canis HID Delphinus HID Aquarius LED Corvus LED Mizar OP HID

244 245 246 247 248 249

Mizar SOP HID Orion Orion FCT Orion OGL Orion GLR Orion OP IP44

Downlights

249 252 252 252 252 254

Orion SOP IP44 Orion LED SOP IP44 Orion SOP PRZ IP44 Orion LED IP44 Auriga LED Auriga C LED

255 256 255 257 258 259

Crux LED Orion MIR Orion MR4 Ursa FCT Ursa SOP IP44

260 261 261 262 262
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SGEAR Tetra SOP IP44 Tetra LED SOP IP44 Tetra MR4 Orion Surface Orionis SURFACE

Downlights

252 263 264 265 266 267

Orionis LED Antlia LED Antlia C LED Perseus IP65

267 268 269 270

Montblanc HID Montblanc LED Prizma HID Prizma LED Auster HID Auster LED

Highbays 

272 272 273 273 274 274

Norte HID Norte HID GRID Norte HID FRAME Norte LED Brubu LED Sky T5 SPORT

275 275 275 276 277 278

Blade T5 SLIM 
HBPIRBlade T5 SLIM Blade T5 Blade T5 HBPIR SHBPIR Bentu LED

280 280 280 280 280 284

Everest
HID STR

Protection
GridBrisa LED Everest HID Switch RAL

285 286 286 286 287 287

Boreas HID SM 
max.150W

Boreas HID AS 
max.150W

Boreas HID AS 
max.400W

Boreas HID SM 
max.400W

Boreas HID AS CL 
max.150WBoreas LED

Floodlights

290 291 292 293 294 295

Boreas HID AS CL 
max.400W

Boreas HID SPOT CL 
max.150W

Boreas HID CL 
max.1000W

Boreas HID AS 
max.1000WBoreas LED CL Borasco LED

296 297 298 299 300 301

Arena HID SPOT 
BLADE max.2000W

Arena HID SPOT 
max.2000W

Arena HID BLADE 
max.2000W

Arena HID 
max.2000W GRID REF

302 302 302 302 303 303

VIS

303
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Radius HID max.
150 W Radius LED Grus HID max.150W Nightswitch Caver LED Cygni T5

Outdoor Accent 
Lighting

306 306 308 309 310 311

Tube B HID 
2xmax.150W

Tube B HID HOL 
max.150W

Tube M HID 
2xmax.70WCygni LED Floor T5 Floor LED

312 313 313 314 314 314

Tube M HID UP 
max.70W

Arcturus
HID max.70WTube M LED 2x Tube M LED UP Tube S Tube S LED

314 314 314 316 316 317

Eta Eta LOUVER Eta LED Eta LED LOUVER Oval Oval LOUVER

318 318 319 319 320 320

Oval GRID Oval LED Oval LED LOUVER OVAL LED GRID Pyxis Mensa

320 320 320 320 322 323

Atlas B HID 
max.150WPocket Theta Theta GRID Theta LED Theta LED GRID

324 325 325 325 325 326

Atlas B HID AS 
max.150W

Atlas B HID SQUARE 
max.150W

Atlas B HID MOVE 
max.150W

Atlas B HID COVER 
max.150W

Atlas B HID ANGLE 
max.150W

Atlas B HID LOUVER 
max.150W

326 326 327 327 327 327

Atlas M HID 
max.70W

Atlas M HID 
SQUARE max.70W

Atlas M HID COVER 
max.70 W

Atlas M LED 
SQUAREAtlas M LED Atlas OP LED

329 329 330 331 331 332

Atlas S LED 
SQUAREAtlas S Atlas S SQUARE Atlas S COVER Atlas S LED Kappa

333 333 334 334 334 335

Kappa LONG Kappa LED Kappa LED LONG Apus Apus HOL Apus HOL LOUVER

335 335 335 336 336 336
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Apus LED HOL 
LOUVER

Apus LED GRO 
LOUVERApus GRO Apus GRO LOUVER Apus LED Fish

Outdoor Accent 
Lighting

336 336 336 336 336 338

Fish INOX BOX4

338 338

Draco Draco LED Sphere OP Sphere LED OP Sphere CLR Sphere PRZ

Park and Street 
Luminaires

340 340 341 341 341 341

Sargas LED OP 
ROOFCylinder CLR Sphere SUS Sargas OP Sargas LED OP Sargas OP ROOF

341 341 343 343 343 343

Sargas CLR RFL 
ROOFSargas CLR RFL Vela OP Vela OP ROOF Vela CLR RFL Vela CLR RFL ROOF

343 343 345 345 345 345

Castle Castle SUS

347 347

Algol IP66/44
max.250W

Algol IP54/43
max.70W

Algol ALU IP66/IP65 
max.250W

Algol ALU IP66 
max.600WAlgol IP66 max.150W Algol IP66 max.70W

350 352 354 355 356 358

Algol ALU IP66 LED Algol T LED

359 361

General Information  363

Contacts     385

DISCLAIMER: All the information given in this Catalogue is the result of our research work experience. It is given in 
good faith and with every belief in its accuracy but cannot be considered as a formal warranty. In accordance with 
NORTHCLIFFE LIGHTING, policy of product development, this information is subject to change without notice.
All Northcliffe luminaires are supplied without lamps or tubes.
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The production and products are tested by “CERTIFICATION CENTER OF ELECTROTECHNICAL 

of products conformity with EU norms. 

-

products. 

CCA CENELEC -

ISO 9001
ISO 9001

2006/95/EC 

2004/108/EC 

96/57/EEC 

LST EN 60598-1, LST EN 60598-2-1, LST EN 60598-2-2,  LST EN 60598-2-5,  

 

RoHS
2002/95/EC 

reports.

GOST P 60598-1-2003

GOST P 60598-2-1-97

GOST P 60598-2-2-99

GOST P 60598-2-22-99

GOST P 51318.15-99, GOST P 51514-99,

GOST P 51317.3.2-99, GOST P 51317.3.3-99
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Our PARTNERS

The components used in NORTHCLIFFE

ALANOD

HELVAR

• Capacitors from ELECTRONICON

AAG STUCCHI

• Starters and tubes from OSRAM

www.northcliffe.org
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“T” type connector

 
 

-

connectors at the ends and T-type 
connector

2
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Using LED technology substantial savings in electrical energy can be made for the similar amount of emitted light 

from other sources.

inserted into the chip. 

• 
• 
• 
• 

bodies
• 

40–41 W

86–90 W
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Application areas

Recessed&Surface 

receptions and others 

 
-

tion purposes when 

show rooms and 
exhibitions

-

-

shops and other com-

STREET

LED

for environments sub-

and excessive dust

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+

+
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Ordinary luminaire with magnetic 
ballast 

-
tronic technology

-

Quieter operation

and headache. headaches

costs

unnecessary stress to the circuit

-
-
-
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• 

• 

• 

• 

• 

• 

• 

• 
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-

-
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MIMO3  
MIMO3  

The SENSE

• Presence detector
• IR receiver

Modular ballast controller offers (1–10 V) 
The TK4

TK4

Remote 304

The Multisensor

Modular control panels

LCD touch panel control 
panels

the scenes at the touch of a button.



22

The DIGIDIM Router

interfaces.

Toolbox software Package

AV-Interface

• Status LED

Input unit -

system.
• Status LED

Power supply unit

• Status LED.
• DALI short circuit and over temperature protected

Relay unit  

• Status LED.

DIN rail dimmer

• Over temperature protection.

Wall mounted dimmer

• Over temperature protection.

Blinds controller

• Status LED
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Simple classroom solution.
Mimo3 DIM

 TK4
DIM

TK4.

Cost effective meeting room. DIM
combined with one or more momentary switches

DALI

Modular panels. 
Incorporated Multisensor

remote control.

 DALI
Minisensor2

automated for user comfort.
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SINGLE OFFICE

OPEN PLAN

OFFICE
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-

-
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Occupancy Timeout: Time when PIR detects no movement 

Transition Timeout: 

DALI 1 / DALI 2: The outputs can operate as either Constant 

Presence and absence: 

CLASS-

OFFICE

OPEN PLAN

OFFICE

CORRIDOR

LINK

CORRIDOR

HOLD

OCCUPANCY 15 min 15 min 15 min 5 min 15 min 15 min

TRANSITION 1 min 1 min 1 min 1 min

OUT STAY OFF

CHANNELS DALI 1 CL CL CL FL CL CL

DALI 2 Offset Offset Offset FL FL

PRESENCE

DISABLED Auto On Auto On Auto On Auto On

ABSENCE

DISABLED Auto Off Auto Off Auto Off Auto Off Auto Off Auto Off
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meet different needs.

responds to area occupation and 

-

when and where needed. It is an 
-

-

-
-
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automatic function that promotes 

The Remote 304

Sense

Solo

• Connection to Sense
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Microwave motion detection: 

Key Features
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The IR REMOTE CONTROL 307 is a compact infrared 
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HIGHBAY AND WALL SWITCH PIR OCCUPANCY SENSORS

-

• 
• Conference rooms  
• 
• 

• 
• 
• 
• Bathrooms

The  

• 

• 
• 
• 

• 

• 

• -

• -

• -

• 
• -

• 
• 

• -

-

• 

• 
• 
• 
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-

-

• 

• 

• 

• 
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DEFINITIONS:
• 

sensor.
• 

-
-

-

-

• 

• -

• -

• 

The 

-

The 

• 

• -

of-view
• -

• -

• 
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Fixture mount -

-

-

-

• -

• 

• -

• 

• -

• 

• -

• 

• 





www.northcliffe.org
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SIRIUS

Type:

Installation:

Application:

IP20
T5

G5

F
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Type Overall dimensions, mm Weight, kg Total wattage, W

49

Sirius 424 D59

49

Options available on request:

body
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POLARIS

IP20
T5

G5

F

Polaris 128 I10

Polaris 228 F04 Polaris 414 F45
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Type: -

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

49

120

229

Standard version 
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Options available on request:

body

-

can be reduced to a few min-



43

POLARIS 

IP20
T5

G5

F

Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

49

120

229

Type:

Installation:

Application:
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POLARIS PAR 

LED
 

 

Type:

Installation: -

Application:

Type
Overall 

dimensions, 
mm

Lumi-

lm

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

4200 4000
4000
4000
4000
4000 49
4000

9400 4000
4000
4000 142

9400 4000
4000
4000 142

F

Options available on request:

DALI DALI driver

WIE -
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IP20
T5

G5

F

Type:

Installation:

Application:

Options available on request:

-
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Type Description
holder

Overall dimensions, mm
Weight, 

kg
Total watt-

age, W

IP20
IP20 25
IP20
IP20 49
IP20
IP20
IP20
IP20
IP20
IP20
IP20
IP20 115
IP20
IP20
IP20 120
IP20 229

IP20
Levanto 124 R90 IP20 25
Levanto 214 R91 IP20
Levanto 224 R92 IP20 49

IP20
IP20
IP20
IP20
IP20

Levanto 154 R94 IP20
IP20
IP20 115
IP20
IP20
IP20 120

Levanto 454 S01 IP20 229

49
2
2
2
2

115
5
5
5 120
5 229

49
2
2

Levanto 414 S40 2
Levanto 424 S41 2

Levanto 254 S45 115
5
5
5 120

Levanto 454 S49 5 229
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F

 

 

-

can be reduced to a few min-

Type:
at competitive prices.

Installation:

Application:
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Type
Descrip-

tion

Overall 
dimensions, 

mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
render-

Total
wattage,

W

Weight, 
kg

IP20 1050 4000

IP20 1400 4000 12

IP20 2000 4000

IP20 2100 4000

IP20 4000

IP20 4000 4000

IP20 4000 24 2

IP20 4200 4000 2

IP20 4000 50 2

IP20 4200 4000 2

IP20 4000 2

IP20 4000 2

IP20 4000

IP20 4000 25

IP20 4000

IP20 4000

IP20 4000 49

IP20 4000

IP20 4000 50 5

IP20 9450 4000 5

IP20 12900 4000 5

IP20 9400 4000 5

IP20 4000 5

IP20 4000 142 5

IP20 1050 4000

IP20 1400 4000 12

IP20 2000 4000

IP20 2100 4000

IP20 4000

IP20 4000 4000

IP20 4000 24 2

IP20 4200 4000 2

IP20 4000 50 2

IP20 4200 4000 2

IP20 4000 2

IP20 4000 2

IP20 4000

IP20 4000 25

IP20 4000

IP20 4000

IP20 4000 49

IP20 4000

IP20 4000 50 5

IP20 9450 4000 5

IP20 12900 4000 5

IP20 9400 4000 5

IP20 4000 5

IP20 4000 142 5
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Type Description
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
render-

Total
wattage,

W

Weight, 
kg

1050 4000

1400 4000 12

2000 4000

2100 4000

4000

4000 4000

4000 24

4200 4000

4000 50

4200 4000

4000

4000

4000

4000 25

4000

4000

4000 49

4000

4000 50

9450 4000

12900 4000

9400 4000

4000

4000 142
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Options available on request:

-

Type Description
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
render-

Total
wattage,

W

Weight, 
kg

1050 4000

1400 4000 12

2000 4000

2100 4000

4000

4000 4000

4000 24

4200 4000

4000 50

4200 4000

4000

4000

4000

4000 25

4000

4000

4000 49

4000

4000 50

9450 4000

12900 4000

9400 4000

4000

4000 142
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BREEZE T5

IP20
T5

G5

F

Type:

Installation:

Application:
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Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

49

115

90

120
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Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

595x595x100 4

Jetta 240 B44 595x595x100 4

Jetta 255 B40 595x595x100 4

JETTA 

Type:

Installation:

Application:

2G11
IP20

F

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

595x595x100 4200 4000 4

595x595x100 4000 4

595x595x100 4000 4
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JETTA 

2G11
IP20

F

Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

4

Jetta 240 C50 4

Jetta 255 C51 4

Type:

Installation:

Application:

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

4200 4000 4

4000 4

4000 4
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JETTA
 

2G11
IP20

T5

G5

Type:

Installation:

Application:

F

Type Overall dimensions, mm Weight, kg Total wattage, W

595x595x100

595x595x100

595x595x100 4

595x595x100

595x595x100

595x595x100

595x595x100

595x595x100

595x595x100 144

595x595x100

595x595x100

Jetta 114214 H55* 595x595x100

595x595x100

595x595x100

595x595x100 102

Jetta 124240 H59* 595x595x100 112

595x595x100 129
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Options available on request: JETTA 414 D62

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

595x595x100 4200 4000 4

595x595x100 4000 4

595x595x100 4000 4
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IP20
d G24-q

F

T5

G5

Type: -

frame free body.

-

Installation:

Application: -

Type Overall dimensions, mm Weight, kg Total wattage, W

40

55

25

42
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Options available on request:

connectors

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

1050 4000

4000 9

4000

2400 4000

1050 4000

1400 4000 12

2000 4000

4000

4000 19

4000

4000

4000 25

4000

2950 4000 22

4000 4000

5400 4000 45

4000 24

4200 4000

4000 50

4200 4000

4000

4000
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CORONA LED
 

  

  

Type: -
tions.

Installation:

 series with presence detection sensor are 



60

• 

• 

• 

Options available on request:

DALI DALI driver

OP

WIE

RAL

IP44

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

4200 4000

4000

4000

4200 4000

4000

4000

4400 4000

4000

4000

4200 4000

4000

4000

4000 21

4100 4000

4000 44

4000 21

4100 4000

4000 44
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BREEZE

IP20
T8

G13

F



62

Type:

Installation:

Application:

Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

42



63

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:

Type:

Installation:

Application:

IP20

F

T5

G5
IP20

T8

G13

BREEZE DPAR
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BREEZE RIB

IP20
T8

G13

F
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Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

42

Options available on request:
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

Options available on request:

NCP Low Power Factor

PASSAT

IP20
T8

G13

F

Type:

Installation:

Application:
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Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:

Type:

Installation:

Application:

IP20

F

T5

G5
IP20

T8

G13



68



69

Type Description Overall dimensions, mm Weight, kg Total wattage, W

IP20 42

IP20

IP20

IP20

IP20

IP20

Type:

Installation:

Application:

IP20 IP40

F

T5

G5

T8

G13
IP40
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Type Description Overall dimensions, mm Weight, kg Total wattage, W

IP20

IP20 49

IP20

IP20

IP20

IP20

IP20

IP20 115

IP20

IP20

IP20 120

IP20

Options available on request:
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Type:
competitive prices.

Installation:

Application:

Type Description Overall dimensions, mm Weight, kg Total wattage, W

IP20 42

IP20

IP20

IP20

IP20

IP20

Marenco 418 F47

IP20 IP40

F

T5

G5

T8

G13
IP40
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Options available on request:

NCP Low Power Factor

Type Description Overall dimensions, mm Weight, kg Total wattage, W

IP20

IP20 49

IP20

IP20

IP20

IP20

IP20

IP20 115

IP20

IP20

IP20 120

IP20



w
w

w
.n

o
rth

cliffe.o
rg

SURFACE AND 
SUSPENDED LUMINAIRES
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Type:

Installation:

Application:

Polaris 214 F22 Polaris 414 F43

POLARIS

IP20
T5

G5

F



75

 Standard version

Type Overall dimensions, mm Weight, kg Total wattage, W

1 15

1 25

1

1 49

49

49

Options available on request:

-
minum body
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POLARIS LINEAR

WIDE

Type:

Installation:

Application:

IP20
T5

G5

F

Polaris 228 A22
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Options available on request:

minum body

2

Type Overall dimensions, mm Weight, kg Total wattage, W

120

120

Wire suspension set (SUS2
CAPW
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BOOTES LED
 

  

 

Type:

Installation:

Application:



79

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

1100 4000

1500 4000 12

2000 4000

4400 4000

4000 45

4000

4400 4000

4000 45

4000

10000 4000

4000 102

4000

Options available on request:

DALI DALI driver

OP

RAL
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Type:

Installation:

Application:

F

Marenco 414 S59
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Type Description
Lamp 

holder

Overall 
dimensions, mm

Weight, 
kg

Total wattage, 
W

49

2

2

2

2

115

115

49

2

2

2

2

115

115

Options available on request:



82

 

 

 

      

  

Type:

Installation:

Application:

Type Description
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
render-

Total 
wattage, 

W

Weight, 
kg

1050 4000

1400 4000 12

2000 4000

2100 4000

4000

4000 4000

4000 24

4200 4000

4000 50

4200 4000

4000

4000

4000

4000 25

4000

4000

4000 49

4000

F
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Type Description
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
render-

Total 
wattage, 

W

Weight, 
kg

4000

4000 49

4000

4000 50

9450 4000

12900 4000

1050 4000

1400 4000 12

2000 4000

2100 4000

4000

4000 4000

4000 24

4200 4000

4000 50

4200 4000

4000

4000

4000

4000 25

4000

4000

4000 49

4000

4000

4000 49

4000

4000 50

9450 4000

12900 4000

Options available on request:
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F

Type:

Installation:

Application:

T840

Options available on request:



85

Type
Overall dimen-

sions, mm
Luminous Color tem-

perature, K
Color ren- Total watt-

age, W
Weight, 

kg

2100 4000 2
4000 2

4000 4000 2
4000 24

4200 4000
4000 50

4200 4000
4000
4000
4000
4000 25
4000
4000
4000 49
4000
4000
4000 49
4000
4000 50

9450 4000
12900 4000

2100 4000 2
4000 2

4000 4000 2
4000 24

4200 4000
4000 50

4200 4000
4000
4000
4000
4000 25
4000
4000
4000 49
4000
4000
4000 49
4000
4000 50

9450 4000
12900 4000
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BREEZE

Type:

Installation:

Application:

IP20
T8

G13

T5

G5
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

42

4

4

49

52

104

4
4 104

120
229
90
115
120
229

Options available on request:
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IP20
T8

G13

F

Monsoon 236 D16
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Type:
prices.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

42

4

Options available on request:
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PASSAT 

Type:

Installation:

Application:

Passat 236 A32 Passat 236 A33

IP20
T8

G13

F
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

4

Options available on request:
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BREEZE DPAR

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:

IP20
T8

G13

T5

G5
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SIROCCO 

Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

50

Type:

Installation:

Application:

Sirocco 218 A29

IP20
T8

G13

F
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Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

Type:

Installation:

Application:

Monsoon 418 D17

IP20
T8

G13

F
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Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

22

42

42

4

42

4

25

49

49

90

F

IP20
T8

G13

T5

G5
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F

Type:

Installation:

Application:

Levanto 236 A41 Levanto Sport 236 A42

IP20
T8

G13

T5

G5
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Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

22

42

42

4

42

4

25

Levanto 214 L09

Levanto 224 L10 49

Levanto 214 L11

Levanto 224 L12 49

Levanto 154 L20

Levanto 254 L22

Levanto 254 L24

90



98

JETTA 228 C52Options available on request:

Type Overall dimensions, mm Weight, kg Total wattage, W

90

Type:

Installation:

Application:

JETTA 

IP20
T8

G13

T5

G5

230V
50Hz
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

5

Type:

Installation:

Application:

IP20
T8

G13

230V
50Hz

Options available on request:
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Options available on request:

IP20

230V
50Hz

JETTA 

JETTA 328 D83

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

90

T5

G5
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TUCANA 

Type:

 

Installation:

Application:

Wire suspension set (SUS2
CAPW

LG3 

F
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Type Overall dimensions, mm Weight, kg Total wattage, W

104

115

Options available on request:

TUCANA 249 J80 LG3TUCANA 149 J79



103

-

Type Overall dimensions, mm Weight, kg
Total 

wattage, W

104

115

TUCANA I-JOIN

TUCANA versions with up and down independent tubes 



104

Type Overall dimensions, mm Weight, kg Total wattage, W

4

104

115

Options available on request:
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TUCANA 

PAR LED

Type: -

Installation:

Application:

Wire suspension set (SUS2
CAPW

• 

• 

• -

F
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Type
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

4000

4000 49

4000

5900 4000

4000

4000 90

Options available on request:
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TUCANA 

 

Type:

Installation:

Application:

Wire suspension set (SUS2
CAPW

series with presence detection sensor are 

F
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Type
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

5000 4000

4000

9000 4000

4000 45

4000

11400 4000 95

Options available on request:
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SERPENS

Type:

Installation:

Application:

F



111

Type Overall dimensions, mm Weight, kg Total wattage, W

15

25

2

2

50

4

4

3 in one (4445 mm) and 4 in one (5920 mm) versions are available on request.

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

1050 4000

1400 4000 12

2000 4000

4000

4000 25

4000

2950 4000 22

4000 4000

5400 4000 45

4000

4000 51

4000

4000 45

4000

11100 4000

Options available on request:

 

 

-
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113

SERPENS D
 

Type:

Installation:

Application:

F
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Type Overall dimensions, mm Weight, kg Total wattage, W

49

105

120

152

210

340

3 in one (4445 mm) and 4 in one (5920 mm) versions are available on request.

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

2100 4000

4000

4000 4000

4000

4000 49

4000

5900 4000 44

4000

4000 90

4000

4000 102

4000

12200 4000

4000

22200 4000

Options available on request:
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DECOR 
 

Decor 128 M82 OP

Type:

 

Installation:

Application:

Wire suspension set (SUS2
CAPW

F



116

Type Overall dimensions, mm Weight, kg Total wattage, W

15

25

Decor 2x114 N02

50

3 in one (4426 mm) and 4 in one (5901 mm) versions are available on request

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

1050 4000

1400 4000 12

2000 4000

4000

4000 25

4000

2950 4000 22

4000 4000

5400 4000 45

4000

4000 51

4000

4000 45

4000

11100 4000

Options available on request:
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-
-

Type
 

socket
Overall 

dimensions, mm
Weight,  

kg
Total wattage, 

W

15

25

Decor 149 P40 SENSE&SOLO

Decor 154 P41 SENSE&SOLO

-

I-JOIN T-JOIN

L-JOIN
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Type Overall dimensions, mm Weight, kg Total wattage, W

15

Decor 124 P44 25

Decor 2x114 P50

Decor 2x124 P51 50

Decor 2x149 P54

Decor 2x154 P55

DECOR I-JOIN

DECOR L-JOIN

DECOR T-JOIN

DECOR X-JOIN
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120



121

DECOR D

Decor D 228 M89 OP

Type:

 

Installation:

Application:

Wire suspension set (SUS2
CAPW

F



122

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

2100 4000

4000

4000 4000

4000

4000 49

4000

5900 4000 44

4000

4000 90

4000

4000 102

4000

12200 4000

4000

22200 4000

Type Overall dimensions, mm Weight, kg Total wattage, W

49

105

Decor D 2x214 N09

Decor D 2x224 N10

120

152

210

Decor D 2x254 N14

-
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Type
holder

Overall dimensions, mm Weight, kg
Total 

wattage, W

Decor D 214 P29 SENSE&SOLO

49

105

Options available on request:
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I-JOIN T-JOIN

L-JOIN

Type Overall dimensions, mm Weight, kg Total wattage, W

Decor D 214 P15

49

Decor D 249 P19 105

Decor D 254 P20

Decor D 2x214 P22

120

152

210

DECOR D I-JOIN

DECOR D L-JOIN

DECOR D T-JOIN

DECOR D X-JOIN

Other lengths or custom made products are available on request (according to the drawing).
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Options available on request:



126
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BORA 

Type:

tions. 

version.

Installation:

Application:
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*
**

(1LIN, 3LIN, 1LIN2,5 or 
3LIN2,5

Type Description
and holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

1

42

2 42

42

1 42

42

42

Type Description
and holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

42

42

4
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Options available on request:
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ALCOR 

Alcor 128 A56 Alcor 128 A55

Type:

version.

Installation:

Application:

    

(

(
*
**
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Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total 

wattage, W

25

25

25

42

42

42

50

50

50

45

45

45

1

1

2

104

104

2 104
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Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total 

wattage, W

Type Description
and holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

25

2

2

2

1

1 50

104

Options available on request:

-
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HOLDER 

BR/BR2
 

Type: -

Installation:

BR

BR2
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ALCOR 

DELUXE

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

120

150

Options available on request:

-

-

-

-
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SHOP

 

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

15

Shop 124 N44 25

Shop 2x114 N50

Shop 2x124 N51 50

Shop 2x154 N55

Shop 2x149 N54

Shop 214 N29

49

105

120

Shop 2x254 N41

152

Shop 2x249 N40 210

F
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Options available on request:
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AQUILA

Type:

Installation:

Application:

Type Description
and holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

55x1490x95

55x1490x95

55x1490x95

104
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Type Description
and holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

104

Options available on request:
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NEGARA

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

42

42
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Type Overall dimensions, mm Weight, kg Total wattage, W

1 15

1 25

50

104

Options available on request:
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PUPIS

 

 

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg

Total wattage, 
W

IP54 -

IP54 -

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

ECO
IP54 5

IP54 500 4000 5

Options available on request:
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SAUNA R OP

 

    

Type:

Installation:

Application:

Type
Descrip-

tion holder
IP 

level
Overall 

dimensions, mm
Weight, 

kg
Total 

wattage, W

Round IP54 Ø245x105 -

Round IP54 Ø245x105 -

IP54 -

Options available on request:
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CIRCUS 

CAP  

CLR/OP

Circus 1E27 J49 CAP OP

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg

Total wattage, 
W

IP44 Ø245x105 -

IP44 Ø245x105

IP44 Ø245x105 19

IP44 Ø245x105

IP44 Ø245x105

IP44 Ø245x105 -

IP44 Ø245x105

IP44 Ø245x105 19

IP44 Ø245x105

IP44 Ø245x105

IP44 Ø245x105

IP44 Ø245x105

Options available on request:
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CIRCUS 

OP/CLR

Circus 1E27 J49 OP

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg

Total 
wattage, W

IP44 Ø245x95 -

IP44 Ø245x95

IP44 Ø245x95 19

IP44 Ø245x95

IP44 Ø245x95 -

IP44 Ø245x95

IP44 Ø245x95 19

IP44 Ø245x95

IP44 Ø245x95

IP44 Ø245x95

IP44 Ø245x95

Options available on request:



148

CETUS 

CAP  

CLR/OP

Cetus 1E27 J46 CAP OP

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg

Total 
wattage, W

IP44 Ø245x95 -

IP44 Ø245x95

IP44 Ø245x95 19

IP44 Ø245x95

IP44 Ø245x95 -

IP44 Ø245x95

IP44 Ø245x95 19

IP44 Ø245x95

IP44 Ø245x95

IP44 Ø245x95

IP44 Ø245x95

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

OP ECO
IP44 Ø245x95 9

IP44 Ø245x95 1050 4000 9

IP44 Ø245x95 4000 10
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CETUS 

OP/CLR

Cetus 1E27 J46 OP

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg

Total wattage, 
W

IP44 -

IP44

IP44 19

IP44

IP44

IP44 -

IP44

IP44 19

IP44

IP44

IP44

IP44

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

ECO
IP44 9

IP44 1050 4000 9

IP44 4000 10
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Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg Total wattage, W

IP44 Ø245x90 max. 100W

IP44 Ø245x90

IP44 Ø245x90 19

IP44 Ø245x90

IP44 Ø245x90

IP44 Ø245x90

IP44 Ø245x90

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

ECO
IP44 Ø245x90 9

IP44 Ø245x90 1050 4000 9

IP44 Ø245x90 4000 10
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• 
• 
• 
• 50 000 service hours

+

+

+

+

+

+
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equipped with MW  sensor

 

equipped with MW sensor

A: switch on/off function    

400W for one sensor.

-

C: hold-time

D: daylight sensor
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0C.

+

+

+

+
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Type:  

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg Total wattage, W

IP40 -

IP40

IP40 19

IP40

IP40

Pavo 122 H49 IP40

Pavo 122 H51 HF IP40 25

Pavo 114 P91 HF IP40

IP40 19

IP40

IP40 -

IP40

IP40 52

IP40

IP40 40

Pavo 140 H52 HF IP40 44

IP40

IP40

IP40 40

IP40 29

IP40

IP40
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Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

IP40 9 1
IP40 1050 4000 9 1

IP40 4000 10 1

IP40 4000 1

IP40 1120

IP40 2400 4000 19



156

INDUS

Type:

Installation:

Application:

Type IP level
Overall dimensions, 

mm
Weight, kg Total wattage, W

IP54 -

IP54

IP54 19

IP54

IP54

IP54

IP54 52

IP54

IP54 25

IP54

IP54 19

Indus 214 P99 HF IP54 1

IP54

IP54 1 29

Options available on request:
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Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

IP54 1050 4000 9 1

IP54 4000 10 1

IP54 4000 14 1

IP54 2400 4000 19
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Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg Total wattage, W

-

19

52

25

19

40

29

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

940

1120
1050 4000 9

4000 10

4000 14

2400 4000 19
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DORADO 

Type:

Installation:

Application:

Type IP level
Overall 

dimensions, mm
Weight, kg Total wattage, W

IP54

IP54

IP54 1

-

Dorado B 211 H29 2

2 52

2

20

25

2 52

Dorado B 214 Q12 HF

40

29

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

IP54 1050 4000 9 1

IP54 4000 10 1

1050 4000 9

4000 10

4000 14

2400 4000 19
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POLLUX 

Type:

Installation:

Application:

Type IP level
Overall dimen-

sions, mm
Weight, kg Total wattage, W

IP54

IP54

IP54

IP54 10

IP54

2 20

2

2

2 40

20

25

44

2 52

2

40

29

Options available on request:

Type
IP 

level

Overall 
dimensions, 

mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

IP54 1050 4000 9 1

IP54 4000 10 1
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CABINET

Type:

Installation: -

Application:

-

mounted on the side of 
the body.

Type Overall dimensions, mm Weight, kg Total wattage, W

15

22x45x905

22x45x1205
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Type:

ton mounted on the front side of the body.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

2 42

Options available on request:
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EUROS

        

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

42

2 42
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Type Overall dimensions, mm Weight, kg Total wattage, W

Euros 214 H14

Euros 124 H15 25

49

Euros 414 S15

Euros 254 H24

90

2

Euros 149 H21 2

Euros 249 H22 105

2

    

Type
Overall 

dimensions, mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1250 4000 9

4000

2250 4000 19

2500 4000

4000

4500 4000

4000

5100 4000 40

4000

5000 4000

4000

9000 4000

2500 4000 2

4000 2

4500 4000 2

5000 4000
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4000

9000 4000

4000 54

10200 4000

4000 114

4000

4200 4000

4000

4000 45

4000

11400 4000 95

Options available on request:
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STAR

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:
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CARINA
 

      

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

25

49

2

2

105
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Type Overall dimensions, mm Weight, kg Total wattage, W

Carina 114 O51 OP

Carina 214 O52 OP

25

Carina 224 O54 OP 49

2

2

105

Options available on request:
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DOCTOR
 

Type:

Installation:

Application:
institutions.

Type Overall dimensions, mm Weight, kg Total wattage, W

25

49

Doctor 424 S19

90

2

2

105

2
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

2 42

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

IP54 1250 4000 9

IP54 4000

IP54 2250 4000 19

IP54 2500 4000

IP54 4000

IP54 4500 4000

IP54 4000

IP54 5100 4000

IP54 4000

IP54 5000 4000

IP54 4000

IP54 9000 4000

IP54 2500 4000 2

IP54 4000 2

IP54 4500 4000 2

IP54 5000 4000

IP54 4000

IP54 9000 4000

IP54 4000 54

IP54 10200 4000

IP54 4000 114

IP54 4000

IP54 4200 4000

IP54 4000

IP54 4000 45

IP54 4000

IP54 11400 4000 95

Options available on request:



WATERPROOF 
AND CLEANROOM 

LUMINAIRES

w
w

w
.n

o
rth

cliffe.o
rg
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CYCLONE 

T8/T5

Type:
adverse conditions.

Installation:

Application:
dust.

washer and accessories for chain and wire suspension.
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

42

4

Type Overall dimensions, mm Weight, kg Total wattage, W

104

Options available on request:
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PALI T8/T5
 

Type: -

-
ers from the end of the body for easy maintenance

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

42

42
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Type Overall dimensions, mm Weight, kg Total wattage, W

1

1 25

49

104

Options available on request:

PALI 249 Q61 PMMA
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TYPHOON T8

Type:

Installation:

Application:
dust.

Type
Overall 

dimensions, mm
Weight, 

kg
Total wattage, 

W

Options available on request:
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BARAT T8/T5

    

Type:

from the end of the body for easy maintenance.

Installation:

Application:

and accessories 
for chain and wire 
suspension.

-

(1LIN, 3LIN, 1LIN2,5 or 3LIN2,5
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

42

Type Overall dimensions, mm Weight, kg Total wattage, W

1

1 25

49

104

Options available on request:

-

-
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BARAT T8/T5

Type:

from the end of the body for easy maintenance.

Installation: -

Application:

T5 BARAT series 

 

-
MW
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Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

42

42

AS

washer and accessories for chain 
and wire suspension.

Options available on request:
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BARAT LED

Type:

from the end of the body for easy maintenance.

Installation:

Application:

washer and accessories for chain 
and wire suspension.

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,W

Weight, 
kg

1250 4000 9

4000

2250 4000 19

2500 4000

4000

4500 4000

2500 4000 2

4000 2

4500 4000 2

5000 4000

4000

9000 4000

4000

4200 4000

4000

4000 45

4000

11400 4000 95

Options available on request:
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BARAT PAR

        

Type:

from the end of the body for easy maintenance.

Installation: -

Application:

Type
holder

Overall dimensions, 
mm

Weight, kg Total wattage, W

42

42
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Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

2

2

104

4

-

accessories for chain and 
wire suspension.

Options available on request:
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BARAT 

LG3

        

Type:

-

the end of the body for easy maintenance.

Installation:

Application:

Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

42

42
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Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

104

104

Options available on request:
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NORD 

        

-
ture.

Type: -
perature environments.

from the end of the body for easy maintenance.

Installation: -

Application:

Type
holder

Overall dimensions, 
mm

Weight, kg Total wattage, W

42

42

1 19
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Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

104

Options available on request:

 

temperature environments. 

hours.
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NORD

Type:

from the end of the body for easy maintenance.

Installation: -

Application:

Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

42

42

Options available on request:
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BARAT EX

Type:

the end of the body for easy maintenance.

Installation:

Application:

Type
holder

Overall dimensions, 
mm

Weight, kg Total wattage, W

42

Options available on request:
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T8/T5

Type:

from the end of the body for easy maintenance

Installation:

Application:

-

and wire suspension.
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Type Overall dimensions, mm Weight, kg Total wattage, W

42

Type Overall dimensions, mm Weight, kg Total wattage, W

104

Options available on request:



192
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HERCULES

Type:

Installation:

Application:

Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

42

42

104

Options available on request:
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TUNEL

Type:

Installation:

Application:

Type
holder

Overall dimensions, mm Weight, kg Total wattage, W

42

42

25

49

104
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Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

1250 4000 9

4000

2250 4000 19

2500 4000

4000

4500 4000

2500 4000

4000

4500 4000

5000 4000

4000

9000 4000

4000

4200 4000

4000

4000 45

4000

11400 4000 95

Options available on request:
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Type:

Installation:

Application:

Type Description
holder

Overall 
dimensions, mm

Weight, kg Total wattage, W
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Type Description
holder

Overall 
dimensions, mm

Weight, kg Total wattage, W

Hermetic R 414 K04

Hermetic R 424 K05

90

120

Hermetic R 454 K09

104

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

4000 24

4200 4000

4000 50

4200 4000

4000

4000

4000

4000 49

4000

4000 50 9

9450 4000 9

12900 4000 9

9400 4000 9

4000 9

4000 142 9

5900 4000 44

4000

4000 90

mounted series
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Type Description
holder

Overall 
dimensions, mm

Weight, kg Total wattage, W

Type Description
holder

Overall 
dimensions, mm

Weight, kg Total wattage, W

Hermetic S 414 K12

Hermetic S 254 K15

90

120

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
si

o
n

s,
 

m
m

lm

C
o

lo
r 

te
m

-
p

er
a t

u
re

, K

C
o

lo
r 

re
n

-

To
ta

l 
w

at
ta

g
e,

 W

W
ei

g
h

t,
 k

g

4000 5

5100 4000 40 5

4000 5

5000 4000 5

4000 5

9000 4000 5

5000 4000 5

4000 5

9000 4000 5

4000 54 5

10200 4000 5

4000 114 5

Options available on request:
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Type:

Installation:

Application: -

Type Overall dimensions, mm Weight, kg Total wattage, W

11 42

11

14

14

42

Type Overall dimensions, mm Weight, kg Total wattage, W

104

IK
10

+
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Type Overall dimensions, mm Weight, kg Total wattage, W

104

Type
Overall 

dimensions, 
mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

2500 4000

4000

4500 4000

5000 4000

4000 52

9000 4000

4000

4200 4000

4000

4000 45

4000

11400 4000 95

2500 4000

4000

4500 4000

5000 4000

4000 52

9000 4000

4000

4200 4000

4000

4000 45

4000

11400 4000 95

Options available on request:
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Description:

Installation: 2 ..

Application:

of 24 hours.
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• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

Test A

• 
minutes

• 
• 

• 

• 
• 
• 

-

be printed with any printer.
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CENTRAL 

BATTERY LOW 

Description:

mentioned functions.

-

-

Module controller
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Available functions in the Touch Controller:

• 
• 
• 
• 
• Status of the circuits
• 
• 
• 
• 

Comparison of different power supply concepts: conventional and decentralised.

system

STAIRCASE

system

STAIRCASE
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New Automatic Technology

-

Advantages of New Automatic Technology

The 

monitored via the website. The access to the website is secured by a password. 
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IP 20

-

-
or or or

or

Battery capacity 12 Ah 24 Ah 52 Ah

1h
2h

49W
21W

219W
142W
102W

154W
110W
51W

219W

Number of circuits 4 4 4 4

[mm2]

  Circuit connector
  CAN bus

connector

connector

inputs

outputs

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5

Dimensions [mm]
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Fitting
Light 

source consumption
Operat-
ing time

APOLLO LED 1.2W 1 h

2 h 54

SCORPIUS LED 1.2W 1 h

2 h 54

TAURUS 1.2W 1 h

2 h 54

CAPELLA 1.2W 1 h

2 h 54

1 h

2 h 20 41 44

14 29

15

ARA 1 h

2 h 20 41 44

14 29

15

CORRIDOR 4W 1 h 55

2 h

12 55

5 12

LEPUS 4.1W 1 h

2 h

12 25

5 11 12

LEPORIS 4.1W 1 h

2 h

12 25

5 11 12

Cross-section [mm2] Length [m]

24 W 1.5 142

2.5

1.5

2.5

1.5

2.5
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Type:

Installation:

Application:

Type Description
Overall dimensions, 

mm 
Weight, kg

Options available on request:
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Type:

Installation:

Application:

Type Description
Overall dimensions, 

mm 
Weight, kg

 



211

Type T8 T5

Conversion  

14
W

24
W

21
W

54
W

49
W

55
W

* + +            + + +

+ +            + + +

+ + + +          + + +

+ + + +          + + +

+ + + +          + + +

+ + + +          + + +

+ +   + + +       + + +

+ +   + + +       + + +

+ + + + + + + + +  +   + + +

+ + + + + + + + +  +   + + +

+ + + + + + + + + + + + + + + + +

+ + + + + + + + + + + + + + + +  +

53

Pavadinimas
Lempos galia (W) ir 

cokolis
Matmenys, mm Svoris, kg Bendra galia, W

Passat 218 D75 2×18 (G13) 595×295×85 2,4 42
Passat 418 A07 RGD 4×18 (G13) 595×595×72 3,7 84
Passat 236 D76 2×36 (G13) 1195×295×85 3,9 84
Passat 436 D77 4×36 (G13) 1195×595×85 7,2 168

Papildomai užsakomos opcijos:

HF – Elektroninis balastinis įtaisas
DIM – Reguliuojamas 1-10V balastinis įtaisas
EMG – 1 val. veikimo avarinė versija
EM2 – 2 val. veikimo avarinė versija 
EM3 – 3 val. veikimo avarinė versija
4TB – 4 kontaktų kaladėlė el. grandinės maitinimui ir 

lengvai laidų instaliacijai
5TB – 5 kontaktų kaladėlė el. grandinės maitinimui ir 

lengvai laidų  instaliacijai 
MAT – Matinis atspindys
7CR – Atspindys su 7 skersinukais
9CR – Atspindys su 9 skersinukais
11CR – Atspindys su 11 skersinukais
WIE – 3 polių jungtis
NCP – Be reaktyviosios galios kompensavimo

PASSAT
Įleidžiamas šviestuvas su 

blizgiu V formos atspindžiu 

T8 tipo lempoms 

IP20
T8

G13

F

s su 

džiuuuuuuuu

Tipas: Tradicinis įleidžiamas T8 šviestuvas su blizgiu V formos atspindžiu. Klasikinis dizainas bendram komer-
cinių patalpų apšvietimui.

Specifi kacija: Blizgus V formos atspindys su rifl iuotais skersinukais. Siekiant didžiausio stabilumo, atspindys įmon-
tuojamas į korpusą saugaus užrakto spaustuku. Norint užtikrinti geresnę apsaugą nuo akinimo, galima 
pasirinkti skersinukų skaičių – nuo 5 iki 11.
Visiškai uždaras dažytas plieninis korpusas. Paslėpta laidų instaliacija, nematoma žiūrint iš apačios.
Šviestuvai apvynioti polietilenu ir supakuoti į dėžes po 2 vnt.

Montavimas: Tinka 15-24 mm modulinėms luboms 600x600 mm.

Pritaikymas: Biurai, parduotuvės ir kitos komercinės patalpos.

PASSAT 418 A07
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APOLLO T5/LED

Arrow Left

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

1 Non-maintained 1

2 Non-maintained

Non-maintained

1

2

IP65IP42

IP65 F T5

G5
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Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

1 Non-maintained 1

2 Non-maintained

Non-maintained

1

2

Options available on request:
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SCORPIUS

T5/LED

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

1 Non-maintained

2 Non-maintained

Non-maintained

1

2

Arrow Left

IP65IP42

IP65 F T5

G5
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Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

1 Non-maintained

2 Non-maintained

Non-maintained

1

2

Options available on request:
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Type
and holder

Operating 
time, hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

1 IP42 Non-maintained

2 IP42 Non-maintained

IP42 Non-maintained

1 IP42

2 IP42

IP42

Options available on request:

function

Type:

Installation:

Application:

IP42 F

T5

G5

Arrow Left

system
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ARIAS T5

Options available on request:

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 Non-maintained

2 Non-maintained

Non-maintained

1

2

IP65 F

T5

G5

Arrow Left



218

Options available on request:

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP20 Non-maintained

2 IP20 Non-maintained

IP20 Non-maintained

1 IP20

2 IP20

IP20

TAURUS

DELUXE 

IP20IP20
230V
50Hz

F

Arrow Left
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CAPELLA

Options available on request:

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

1 IP20 Non-maintained

2 IP20 Non-maintained

IP20 Non-maintained

1 IP20

2 IP20

IP20 2

Arrow Left

IP20
230V
50Hz

F
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ARA 

Ara 3PLED U21

Type:

Installation:

Application:

Type Lamp type
Operating 

time, hours
IP level

Illumination 
modes

Overall 
dimensions, mm

Weight, 
kg

For escape route 1 Non-maintained

For escape route 2 Non-maintained

For escape route Non-maintained

Ara 1PLED U19 For escape route 1

Ara 2PLED U20 For escape route 2

For escape route

IP20
230V
50Hz

F
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m

Mounting distance 
from the wall, m 

Mounting distance 

4 15

4 15

4 15

4 4 15

15

5 15

15

4 15

4 15

Type Lamp type
Operating 

time, hours
IP 

level
Illumination 

modes
Overall 

dimensions, mm
Weight, 

kg

1 Non-maintained

2 Non-maintained

Non-maintained

Ara 1PLED U19 WIDE 1

Ara 2PLED U20 WIDE 2

Type Lamp type
Operating 

time, hours
IP level

Illumination 
modes

Overall 
dimensions, mm

Weight, 
kg

Ara 1HLED J01 For escape route 1 Non-maintained

Ara 2HLED J02 For escape route 2 Non-maintained

For escape route Non-maintained

Ara 1PLED J04 For escape route 1

Ara 2PLED J05 For escape route 2

For escape route

Type Lamp type
Operating 

time, hours
IP 

level
Illumination 

modes
Overall 

dimensions, mm
Weight, 

kg

Ara 1HLED J01 WIDE 1 Non-maintained

Ara 2HLED J02 WIDE 2 Non-maintained

Non-maintained

Ara 1PLED J04 WIDE 1

Ara 2PLED J05 WIDE 2

Options available on request:

m
Mounting distance Mounting distance be-

9 21

9 22

4

5 10 24

9 24

22

20
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CORRIDOR 

Corridor 1PLED J10 WIDE

Type:

Installation:

Application:

Type Application Lamp type
Operating 

time, hours
Illumination 

modes
Overall dimen-

sions, mm
Weight, 

kg

Corridor 1HLED U22 For escape route 1 Non-maintained

For escape route 2 Non-maintained

For escape route Non-maintained

Corridor 1PLED U25 For escape route 1

For escape route 2

For escape route

IP20
230V
50Hz

F
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Type Application Lamp type
Operating 

time, hours
Illumination 

modes

Overall di-
mensions, 

mm

Weight, 
kg

Corridor 1HLED U22 WIDE 1 Non-maintained

2 Non-maintained

Non-maintained

Corridor 1PLED U25 WIDE 1

2

Type Application Lamp type
Operating 

time, hours
Illumination 

modes
Overall dimen-

sions, mm
Weight, 

kg

For escape route 1 Non-maintained

For escape route 2 Non-maintained

For escape route Non-maintained

Corridor 1PLED J10 For escape route 1

Corridor 2PLED J11 For escape route 2

For escape route

Type Application Lamp type
Operating 

time, hours
Illumination 

modes

Overall di-
mensions, 

mm

Weight, 
kg

1 Non-maintained

2 Non-maintained

Non-maintained

Corridor 1PLED J10 WIDE 1

Corridor 2PLED J11 WIDE 2

Options available on request:

Mounting distance 
from the wall, m 

Mounting distance 

9 21

4 9

5 10

11 25

11 24

10 21

Mounting distance 
from the wall, m 

Mounting distance 
between the 

5

14

4

5
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APOLLO  

HIGH
 

Type:

Installation:

Application:

Type
holder

Operating 
time, hours

IP level
Illumination 

modes
Overall dimen-

sions, mm
Weight, 

kg

1 Non-maintained 1

2 Non-maintained

Non-maintained

1

2

Options available on request:

Open area illumination 

Mounting distance Mounting distance between the 

9 9

9

10

11

12

F
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LEPUS 

Type:

Installation:

Application:

Arrow Left

Type
Lamp 
type

Operating 
time, hours

IP level
Illumination 

modes
Overall dimensions, 

mm
Weight, 

kg

1 IP44 Non-maintained

Lepus 2HLED J14 2 IP44 Non-maintained

IP44 Non-maintained

1 IP44

2 IP44

IP44

Options available on request:

IP20
230V
50Hz

F
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LEPORIS

Type:

Installation:

Application:

Arrow Left

Type Lamp type
Operating 

time, hours
IP level

Illumination 
modes

Overall 
dimensions, mm

Weight, 
kg

Leporis 1HLED J19 ROPE 1 IP44 Non-maintained

Leporis 2HLED J20 ROPE 2 IP44 Non-maintained

IP44 Non-maintained

Leporis 1PLED J22 ROPE 1 IP44

2 IP44

IP44

Leporis 1HLED J19 1 IP44 Non-maintained

Leporis 2HLED J20 2 IP44 Non-maintained

IP44 Non-maintained

Leporis 1PLED J22 1 IP44

2 IP44

IP44

Options available on request:

IP20
230V
50Hz

F
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SEASON

Type:

Installation:

Application:

Arrow Left

Type
holder

Operating 
time, hours

IP level
Illumination 

modes
Overall 

dimensions, mm
Weight, 

kg

Season 1H111 J25 1 IP42 Non-maintained 240x240x240

2 IP42 Non-maintained 240x240x240

IP42 Non-maintained 240x240x240

1 IP42 240x240x240

Season 2P111 J29 2 IP42 240x240x240

IP42 240x240x240

Options available on request:

IP20
230V
50Hz

F
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DORADO 

Options available on request:

Type:

Installation:

Application:

IP54
230V
50Hz

2G7

F

Type
Operating 

time, hours
IP level

Illumination 
modes

Overall dimen-
sions, mm

1 Non-maintained

2 Non-maintained

Non-maintained

1

2

1 Non-maintained

2 Non-maintained

Non-maintained

1

2
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POLLUX 

IP54
230V
50Hz

F

2G7

Options available on request:

Type:

Installation:

Application:

Type
Operating time, 

hours
IP level

Illumination
modes

Overall 
dimensions, mm

1 IP54 Non-maintained

2 IP54 Non-maintained

IP54 Non-maintained

1 IP54

2 IP54

IP54
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Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

Non-maintained

LIBRA T5

IP65 F

T5

G5

Arrow Left

Options available on request:

Type
and holder

Operating 
time, hours

IP level
Illumination 

modes
Overall dimen-

sions, mm
Weight, kg

Non-maintained
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HYDRA T5

IP65 F

T5

G5

Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

Non-maintained

Arrow Left

Type
and holder

Operating 
time, hours

IP level
Illumination 

modes
Overall dimen-

sions, mm
Weight, kg

Non-maintained

Options available on request:
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Type:

Installation:

Application:

Type
holder

Operating time, 
hours

IP level
Illumination

modes
Overall 

dimensions, mm
Weight, 

kg

IP20 Non-maintained

IP20

Arrow Left

ZETA

IP20
230V
50Hz

F
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PEGASUS 
 

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

50

100

150

200

12V
230V
50HzIP20

F
GY6.35

Options available on request:
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Type Overall dimensions, mm Weight, kg Total wattage, W

2

2
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PEGASUS 

LED

        

Type
Overall 

dimensions, 
mm

Luminous Color tem-
perature, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

550 4000 10

1100 4000 20

4000

2200 4000 40

550 4000 10

Options available on request:

12V
230V
50Hz
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CRATER  

LED
 

        

Type:

Installation:

Application:

Type
Overall 

dimensions, mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

- - - -

- - - -

400 4000

400 4000

400 4000

50Hz12V
230V
50Hz
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Surface track
Color options:
Dimensions: 

Possible connections:

Color options:
Dimensions: 
Possible connections:
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End-feed

Color options:

Middle-feed

Color options:

Color options:

Adjusting middle-feed

Color options:

L-feed

Color options:

T-feed

Color options:

Color options:
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Straight connector
Color options:

End cap
Color options:

Article: GA 70

Color options:

The suspension applications for track system

SPR 6 SPR 61 SKB 10SKB 40

SKB 10SPW 1 SKB 6

SPW 1 1500 mm

SKB 10 SKB 6SKB 30 SKB 34 SPW 40

SKB 30 SKB 34 SPW 66 SKB 16

SKB 30 SKB 34 SPW 66 SKB 18

SKB 21
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ATTIS
 

Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg Total wattage, W

Options available on request:

IP20
230V
50Hz G12
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ARES 

Options available on request:

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

IP20
230V
50Hz G12
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Options available on request:

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

SPHINX

IP20
230V
50Hz G12

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage,
W

Weight, 
kg

1000 4000 11
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CALIPSO

IP20
230V
50Hz G8.5

G12

Options available on request:

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W
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CANIS 

                               Canis 170 O17

Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

44

Options available on request:

IP20
230V
50Hz

F
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DELPHINUS

                                    Delphinus 170 O18

Type:

Installation:

Application:

Type
mm

Weight, kg
Total wattage, 

W

Options available on request:

IP20
230V
50Hz

F
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AQUARIUS 

LED 

 

Type:

Installation:

Application:

Type
Overall 

dimensions, mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1500 4000

2000 4000 21

4000

Options available on request:

 

IP20
230V
50Hz

230V
50Hz

F
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IP20
230V
50Hz

230V
50Hz

F

LED

 

Type:

Installation:

Application:

Type
Overall dimensions, 

mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1500 4000 2

2000 4000 21 2

4000 2

Options available on request:
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RX7S
IP20

230V
50Hz

F

Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

Options available on request:



250
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Type:

Installation:

Application:

ORION

GX24-d
IP20

230V
50Hz

d G24-q
F



253

Type Weight, kg Total wattage, W

19

52

Orion 142 J41 HF 44

44

Orion 242 K29 HF

Orion 114 O91 HF

Orion 214 O92 HF

41

Options available on request:
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Type:

Installation:

Application:

Type
mm

Weight, 
kg

Total wattage, 
W

19

52

1x32/42W versions available on request

Options available on request:

ORION OP

IP44
230V
50HzIP20

GX24-d G24-q
F



255

        

Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg Total wattage, W

19

52

Orion 142 J41 SOP HF 44

44

Orion 242 K29 SOP HF

ORION SOP

GX24-d
IP44

230V
50HzIP20

GX24-d G24-q
F
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Energy saving series:

Type
Overall dimensions 

Weight, kg Total wattage, W

Orion 114 O91 SOP HF

Orion 214 O92 SOP HF

41

Options available on request:

LED series:

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

1050 4000 9

4000 10

4000 14

2400 4000 19
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Type:

Installation:

Application:

ORION LED

IP20
230V
50Hz

F

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage,
W

Weight, 
kg

1000 4000 11

2000 4000 22

4000

Options available on request:
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AURIGA 

LED
 

Type:

 

Installation:

Application:

Type
Overall dimensions, 

mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1500 4000

2000 4000 21

4000

Options available on request:

230V
50Hz

F



259

AURIGA C 

LED
 

Type:

beam 40º.

Installation:

Application:

Type
Overall 

dimensions, mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1500 4000

2000 4000 21

4000

Options available on request:

230V
50Hz

F
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CRUX LED
 

Type:

Installation:

Application:

Type
Overall dimensions, 

mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage, 

W

Weight, 
kg

1200 4000 9

4000 14

2200 4000 20

1500 4000 11

2100 4000

2900 4000 24

Options available on request:

230V
50Hz

F
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Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

42

Options available on request:

GX24-d
IP20

230V
50Hz

d G24-q
F
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Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

-

19

-

19

-

19

Options available on request:

URSA

Ursa 118 I22 SOP Ursa 118 I22

GX24-d
IP44

230V
50Hz

GX24-d G24-q
F
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TETRA SOP

Type: -

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

19

52

44

Tetra 242 K44 SOP HF

-

-

GX24-d
IP20

230V
50Hz

d G24-q
F
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Energy saving series:

Type
mm

Weight, kg Total wattage, W

Tetra 114 Q40 HF

Tetra 214 Q41 HF

41

Options available on request:

LED series:

Type
Overall dimensions, 

mm
Luminous 

Color 
tempera-
ture, K

Color 
rende-

Total
wattage,

W

Weight, 
kg

1050 4000 9

4000 10

4000 14

2400 4000 19



265

 

 

 

Type: -

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

52

-

Options available on request:

GX24-d
IP20

230V
50Hz

d G24-q
F
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ORION

Type:

Installation:

Application:

Type
Overall dimensions 

Weight, kg
Total wattage, 

W

19

52

Options available on request:

GX24-d
IP20

230V
50Hz

d G24-q
F
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ORIONIS

Type:

Installation:

Application:

Type Weight, kg Total wattage, W

19

52

Options available on request:

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

1050 4000 9

4000 10

4000 14

2400 4000 19

GX24-d
IP20

230V
50Hz

d G24-q
F
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ANTLIA LED

Type:

Installation:

Application:

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

1500 4000

2000 4000 21

4000

Options available on request:

IP20
230V
50Hz

d G24-q
F
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ANTLIA C LED

Type:

Installation:

Application:

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

1500 4000 11

2100 4000

2900 4000 24

Options available on request:

d G24-q
F
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PERSEUS OP

Type:

Installation:

Application:

Type
mm

Weight, kg
Total wattage, 

W

19

52

Options available on request:

GX24-d
IP20

230V
50Hz

d G24-q
F
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Type:

Installation:

Application:

Type Lamp type, W Overall dimensions, mm Weight, kg Total wattage, W

44

5.5

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

4000

4000 4000 44

Options available on request:
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Type:

Installation:

Application:

Type Lamp type, W Overall dimensions, mm Weight, kg Total wattage, W

44

Ø510x595

Ø510x595

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

4000

4000 4000 44

Options available on request:
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AUSTER 

Type:

Installation:

Application:

Type Lamp type, W Overall dimensions, mm Weight, kg Total wattage, W

44

Auster 1150 Q50 5.5

Type
Overall 

dimensions, 
mm

Luminous 
Color 

tempera-
ture, K

Color ren-
Total

wattage, 
W

Weight, 
kg

4000

4000 4000 44

Options available on request:



275

NORTE 

  

Type:

Installation:

Application:

Type Description Overall dimensions, mm Weight, kg Total wattage, W

HI

HI

HI 440

HS

HS

HS 440

Options available on request:
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Type
D

es
cr

ip
ti

o
n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

10100 5000

5000 110

15100 5000

10100 5000

5000 110

15100 5000

10100 5000

5000 110

15100 5000

Options available on request:
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BRUBU LED
 

Type:

Installation:

Application:

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g
425x425x190 10100 5000

425x425x190 5000 110

425x425x190 15100 5000

425x425x190 10100 5000

425x425x190 5000 110

425x425x190 15100 5000

425x425x190 10100 5000

425x425x190 5000 110

425x425x190 15100 5000

Options available on request:
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Type: -

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

105

114

255

152

210



279

Options available on request:
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BLADE
 

Type:

Installation:

Application:

when an area is occupied. This is determined when a heat source is detected and moves from 



281

• 

emitted from the sensor.
• -

-

Fixture mount  and 

-

-

Fast and Simple Setting
• 
Fast  and  Simple  Testing

Power Interruption State

• high-bay PIR lens

• low-bay lens

• The aisle lens

LED
False Detection Protection
needed.
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Auto  Calibration

Manual Calibration -

Performance Daylighting

The 

-

А B

NEVER OFF

Time

Fade-o*-tim
e

Prolong time

C  option

А B

1 Min.

Time

Fade-o*-tim
e

Prolong time

C  option 

А B

30 Min.

Time

Fade-o*-tim
e

Prolong time

C  option
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Type Overall dimensions, mm Weight, kg Total wattage, W

104

255

255

Options available on request:

-

-

ide tube and energy consump-

10-12 meters.

-

tion from 76 to 255 W each after. 
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BENTU LED 
 

Type:

Installation:

Application:

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

10100 5000

5000 110

15100 5000

5000 154

5000

10100 5000

5000 110

15100 5000

5000 154

5000

10100 5000

5000 110

15100 5000

5000 154

5000

Options available on request:
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BRISA LED

Type:

Installation:

Application:

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

10100 5000

5000 110

15100 5000

10100 5000

5000 110

15100 5000

10100 5000

5000 110

15100 5000

Options available on request:
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Type:

Installation:

Application:



287

Through wired version 
is available on request

Switching device

Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total 

wattage, W

9

440

9

440

Options available on request:
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BOREAS LED

Type:
adverse conditions.

diffuser.

Installation:

Application:

Type
Overall 

dimensions, mm
Luminous 

Color 
tempera-
ture, K

Color 
rendering, 

Total
wattage,

W

Weight, 
kg

205x150x50 4000 10

2400 4000

4000
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BOREAS

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:
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BOREAS

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:



293

BOREAS

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

9 440

9 440

Options available on request:

HF – High Frequency control gear
TIM – Timmed ignitor
HI – For metal halide lamp
HS – For high pressure sodium lamp
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BOREAS

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

9 440

9 440

Options available on request:
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BOREAS CL

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:
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BOREAS CL

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Boreas 1150 K54 CL HI 500x420x145

Boreas 1250 K55 CL HI 500x420x145

500x420x145 9 440

Boreas 1150 K54 CL HS 500x420x145

Boreas 1250 K55 CL HS 500x420x145

500x420x145 9 440

Options available on request:
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BOREAS 

LED

Type:

Installation:

Application:

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5040 5000 44

5000

5040 5000 44

5000

5040 5000 44

5000

500x420x145 10100 5000

500x420x145 5000 110

500x420x145 5000

500x420x145 5000 110

500x420x145 5000

500x420x145 5000 110

Options available on request:
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BORASCO 

LED

Type:

Installation:

Application:

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5000

5000 110

15120 5000

5000

5000 110

15120 5000

5000

5000 110

15120 5000

Options available on request:



299

BOREAS CL

Type:
protection for use in adverse conditions.

Installation:

Application:

Type
Overall 

dimensions, mm
Weight, kg

Total 
wattage, W

Options available on request:



300

BOREAS

Type:
dust protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:



301

BOREAS

Type:
adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:



302

ARENA

            

Type: -

Installation:

Application:



303

Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total wattage, 

W

symmetric

asymmetric

symmetric

asymmetric

symmetric 2150

asymmetric 2150

Arena 12000 N90 SPOT symmetric 2150

Arena 12000 N90 SPOT BLD asymmetric 2150

-

Grid A2 Frame A1 Frame A2

Options available on request:

 



304



OUTDOOR ACCENT 
LIGHTING

w
w

w
.n

o
rth

cliffe.o
rg



306

RADIUS 

    

Type:
protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

44



307

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5000 11 4

2520 5000 22 4

5000 4

5000 11 4

2520 5000 22 4

5000 4

Options available on request:



308

GRUS 

Type:
for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:

Grus 1150 N98



309

NIGHTSWITCH

*- Make sure that the NightSwitch
directly onto the sensor).

 

-
-

-



310

 

Type:

Installation:

Application:

the extrusion.

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5000 11 4

2520 5000 22 4

5000 4

Options available on request:



311

CYGNI

Cygni 128 Q99

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

25



312

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

1050 4000

1400 4000 12

2000 4000

4000

4000 25

4000

Options available on request:



313

Type:
protection for use in adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

25

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

1050 4000

1400 4000 12

2000 4000

4000

4000 25

4000

Options available on request:



314

    

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Tube B HOL 1150 R09

Ø155x250 44

Ø155x250



315

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5040 5000 44

5000

Ø155x250 2520 5000 22

Ø155x250 5000

5040 5000 44

5000

Ø155x250 2520 5000 22

Ø155x250 5000

Options available on request:



316

TUBE S

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Ø90x225 -

Ø90x225 -

Ø90x225 -

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 Ø90x225 4000 12

IP54 Ø90x225 400 4000

IP54 Ø90x225 400 4000

Options available on request:



317

ARCTURUS

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

-

44

Arcturus 150 F09

Options available on request:



318

ETA

    

Type:
conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

2 -

2 -

44

52

ETA 150 S52



319

Type Overall dimensions, mm Weight, kg Total wattage, W

-

-

44

52

Type
D

es
cr

ip
ti

o
n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 1120

IP54 1050 4000 9

IP54 4000 10

IP54 4000 14

IP54 2400 4000 19

Options available on request:



320

    

Type:
conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

-

-



321

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 9

IP54 1120

IP54 500 4000 5

IP54 4000

IP54 1100 4000 11

Options available on request:



322

PYXIS

                                               MENSA 1E27 Q89

Type:
conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

90x220x125 -



323

                   MENSA 1E27 Q89

Type:
conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

2 -



324

                              Pocket 1E27 O04

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

1

19

Options available on request: POCKET 118 O06



325

THETA

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

1 -

19

1 -

19

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 500 4000 5

IP54 4000

Options available on request:



326

ATLAS B

A choice of symmetric or  
asymmetric (AS  

Type:
water and dust protection for use in adverse conditions.

Installation:

Application:



327

-

ANGLE

  

  

 Domed with single Domed with twin window Domed with twelve window   



328

Type
holder

Overall 
dimensions, mm

Weight, 
kg

Total 
wattage, W

symmetric 44

symmetric

symmetric

asymmetric

asymmetric

symmetric 44

symmetric

symmetric

asymmetric

asymmetric

symmetric 44

symmetric

symmetric

symmetric 44

symmetric

symmetric

symmetric 44

symmetric

symmetric

symmetric 44

symmetric

symmetric

symmetric 44

symmetric

symmetric

symmetric 44

symmetric

symmetric

Options available on request:

    



329

 
 

Type:

Installation:

Application:

-



330

   

   

 Domed with single window Domed with twin window Domed with twelve window 

Type
Overall dimensions, 

mm
Weight, kg

Total 
wattage, W

44

44

44

44

44



331

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

2520 5000 22

5000

5040 5000 44

2520 5000 22

5000

5040 5000 44

Options available on request:



332

ATLAS OP

Type:
adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Ø150x100 1 -

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

Ø150x100 400 4000 1

Options available on request:



333

ATLAS S

 

Type:

-
tion.

Installation:

Application:



334

  

  

 Domed with single window Domed with twin window Domed with twelve window 

Type
Overall dimensions, 

mm
Weight, 

kg
Total 

wattage, W

-

-

-

-

-

-

-

-

Type
Descrip-

tion

Overall 
dimensions, 

mm

Lumi-
nous 

Color 
tempera-
ture, K

Color 
rendering, 

Total 
wattage, 

W

Weight, 
kg

400 4000

Options available on request:



335

 

KAPPA 1GU10 Q88 LONG

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

-

-

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

400 4000

400 4000

Options available on request:



336

APUS
 

Type:

Installation:

Application:



337

Type
Overall dimensions, 

mm
Weight, kg

Total wattage, 
W

-

-

-

-

-

-

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

400 4000

400 4000

400 4000

Options available on request:



338

 

            

Type:
adverse conditions.

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Ø90x110 -

Ø90x90 -

Ø90x120 -

Inox Box4 - -



w
w

w
.n

o
rth

cliffe.o
rg

PARK AND STREET 
LUMINAIRES



340

DRACO
 

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

44

44

Bollard height can be adjusted on request

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 1500 4000 15

IP54 2550 4000 25

IP54 4000

Options available on request:



341

 

CYLINDER 

        

                               

Type:

recommended.

Installation:
meters.

Application:



342

distribution can be ordered on 

Recommended in versions with a 

Type Description
holder

O
ve

ra
ll 

d
im

en
si

o
n

s,
 m

m

W
ei

g
h

t,
 k

g

To
ta

l w
at

ta
g

e,
 W

-

Ø400x505

Ø400x505

Ø400x505

Ø400x505

Ø450x555

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 2500 4000

IP54 4000

IP54 4500 4000

IP54 5000 4000

IP54 4000

IP54 9000 4000

Options available on request:

A chassis for suspended 



343

SARGAS 
 

  

Type:

Installation:
meters.

Application:



344

Type Description
holder

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

W
ei

g
h

t,
 k

g

To
ta

l w
at

ta
g

e,
 W

-

44

-

44

-

44

-

44

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

IP54 Ø400x510 2500 4000

IP54 Ø400x510 4000

IP54 Ø400x510 4500 4000

IP54 Ø400x510 5000 4000

IP54 Ø400x510 4000

IP54 Ø400x510 9000 4000

Options available on request:



345

 

  

Type:

Installation:
meters.

Application:



346

Type Description
holder

O
ve

ra
ll 

d
im

en
si

o
n

s,
 m

m

W
ei

g
h

t,
 k

g

To
ta

l w
at

ta
g

e,
 W

Ø400x510 -

Ø400x510 44

Ø400x510

Ø400x510

Ø400x510

Ø500x540 -

Ø500x540 44

Ø500x540

Ø500x540

Ø500x540

Ø400x510 -

Ø400x510 44

Ø400x510

Ø400x510

Ø400x510

Ø500x540 -

Ø500x540 44

Ø500x540

Ø500x540

Ø500x540

Options available on request:



347

CASTLE 

Type:

Installation:

Application:

Type Overall dimensions, mm Weight, kg Total wattage, W

Options available on request:



348

STREET LIGHTING

 OFF ON

• 

• -

• -

• -

• -

• -

5 min

100%

red

5 min t

t

5 min

100%

red

t

t



349

• 
• 
• 
• 
• 

19 o’clock street lights are turned ON and at 6 o’clock turned OFF. In this case we have total of  11 hours long 
operation, middle point in this case is 5.5 hours which makes “natural midnight” at   00:30, so power goes 
down to 50% operation at 21:30 (00:30 – 3h), returns to 100% operation at 04:30 (00:30 + 4h). Power switch 
always takes average of last 3 operating times to calculate reference point. 

 

115

40 59

25 59

Circuit power reduction

2190 2190 2190 2190 2190 2190

Summer

Winter

Midnight is always between 
appr. 00:15 and 00:45

100%100%

50%

DAY DAY



350

ALGOL 

Type:

Installation:

Application:



351

-

Type Description
holder

Overall dimensions, 
mm

Weight, kg
Total 

wattage, W

HS

HS

HS

Options available on request:

needed

    ALGOL 1100 F13



352

ALGOL 

Type:

Installation:

Application:



353

Type Description
holder

Overall dimensions, 
mm

Weight, kg
Total 

wattage, W

HS

HS

HS

HS

Options available on request:

needed



354

ALGOL 

Type:

Installation:
meters.

Application:

Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total wattage, 

W

HS

Options available on request:

needed.



355

ALGOL 

Type:

Installation:
meters.

Application:

Type Description
holder

Overall 
dimensions, mm

Weight, kg Total wattage, W

HS

Options available on request:



356

ALGOL 

   

Type: -
ment.

Installation:

Application:



357

convenient service and 

Security switch (SWT

opened. This way ensures 
safe maintenance of the 

Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total wattage, 

W

HS

HS

HS

HS

HS

Options available on request: ALGOL 170 K67



358

ALGOL 

Type: -

Installation:

Application:

-

Type Description
holder

Overall 
dimensions, mm

Weight, kg
Total wattage, 

W

HS

HS

HS

HS

HS

HS

HS

IP42



359

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
-

si
o

n
s,

 m
m

lm

C
o

lo
r 

te
m

p
er

a-
tu

re
, K

C
o

lo
r 

re
n

d
er

-

To
ta

l w
at

ta
g

e,
 

W

W
ei

g
h

t,
 k

g

5000 5000 44

5000

10000 5000

12500 5000 110

15000 5000

Options available on request:



360

functions in

communication

 

CDIM operation.

 

one dim level.

ADIM operation- light output over time:  

with one or two dim levels



361

ALGOL T LED

  

Type:

Installation:

Application:

  

  



362

Type

D
es

cr
ip

ti
o

n

O
ve

ra
ll 

d
im

en
si

o
n

s,
 

m
m

C
o

lo
r 

te
m

p
er

a t
u

re
, K

To
ta

l w
at

ta
g

e,
 W

W
ei

g
h

t,
 k

g

5000 5000 44 5

5000

10000 5000

12500 5000 110 11

15000 5000 11

Options available on request:

 



IN
F

O
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M
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T
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Light source

Kit type

Time of work 1h/2h/3h 1h/2h/3h 1h/2h/3h

Power

10 12

9

10

- 9

TC-SEL

5W 20 -

19 -

9W 14 -

11W 19 -

TC-L

12 21

24W - 14 20

- 11 19

- 10

40W - 10

55W - 10

TC-DEL

10W 19

11

9 14

- 12 14

T5

4W

20

14W 21

21W - 21

24W - 19

- 14

- 11

49W - - 10

54W - - 9

- -

TC-2D

10W 25

24

21W - 20 25

- 19 21

- 15

TC-TEL

9 14

- 12

- 12 15

- 9

- 5



365

1-st number 2-nd number added letter additional letter

A...D H...W

Letter protection of the persons  

A

B

C

D

H

S

W

0 No protection  -

1
-

Ø50mm. 

2

bodies            

-

4 - -

> than Ø1mm.

5 -
its of dust      

of dust.



366

0 No protection  -

1

2

water 

4
water

5
water

state

- -



367

IK num-
ber

Energy Equivalent impact

00 Non-protected no test

01

56
 m

m

0,20 kg

02

80
 m

m

0,20 kg

14
0 

m
m 0,20 kg

04

20
0 

m
m 0,20 kg

distance of 20 cm

05

28
0 

m
m 0,20 kg

40
0 

m
m 0,50 kg

distance of 20 cm

40
0 

m
m 0,50 kg

distance of 40 cm

30
0 

m
m 1,7 kg

09

20
0 

m
m 5 kg

of 20 cm

10

40
0 

m
m 5 kg

of 40 cm 



368

Enviroment

ye
s

no ye
s

no

• •

• •

Ammonia • •

• •

• •

Potassium nitrate •

• •

• •

• •

• •

• •

Heptane •

Ammonium hydroxide •

Sodium hydroxide-base • •

• •

•

• •

•

• •

Citric acid • •

Nitric acid • •

Nitric acid • •

• •

• •

Chromic acid • •

Formic acid •

Acetic acid • •

• •

• •

• •

• •

• •

• •

• •

• •

• •

• •

• •

• •

Sodium carbonate •

• •

Aromatic hydrocarbons • •

• •
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370



371



372



373



374



375
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NOTES
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...........................................................................................................................................
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NOTES
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...........................................................................................................................................

...........................................................................................................................................

...........................................................................................................................................
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